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Running-in of two fresh and unworn surfaces in contact is a transient phase where 
friction and wear vary considerably in time. During running-in the surface 
properties of the components are adjusted. If the initial surface roughness of the 
rubbing surfaces is correctly chosen, the running-in changes into the steady-state 
phase. At this stage, the rubbing surfaces are in general smoother and their wear 
rate is low and constant. On the other hand, an inappropriate choice of roughness 
may lead to a rapid deterioration of the rubbing surfaces. The micro-geometry of 
the surface is an important factor in determining the life of mechanical 
components. During the running-in phase, the highest asperities are “flattened”, 
thereby increasing the number of asperities in contact and, as a result, increasing 
the load-carrying capacity of the surface.  
Fundamental studies that attempt to consider the details of running-in 
phenomena are relatively rare. This research is conducted with the aim of 
exploring the running-in phase for the rolling, sliding and rolling-sliding contact. 
Finite element simulations are conducted to calculate the stress distributions for 
the three types of contact motions during the running-in phase. The evolution of 
the contact pressure for a certain rolling or sliding distance is studied to unravel 
the running-in phase. 
During running-in of rolling contacts, the change in the surface 
topography results in the transformation from a rough surface to a smoother 
surface: the flattening of the high asperities induces a reduction in surface 
roughness. This flattening of asperities is due to plastic deformation and causes a 
higher equivalent residual stress at the surface. The transition of the running-in 
phase to the steady-state phase of a rolling contact is governed by the transition of 
plastic to elastic deformation on roughness level. 




In sliding contacts, the proposed finite element (FE) model combined with 
the Archard wear equation successfully predicts the contact pressure evolution and 
change in the topography on a macroscopic point of view. The change in the 
topography in a sliding contact is mainly caused by wear. A new FE model, with 
respect to the artificial and real surface roughness, is discussed. It is found that the 
proposed model is a useful tool to study the running-in of a surface on roughness 
level.  
The changes on macroscopic and on microscopic level of the surface are 
also discussed in the running-in of rolling-sliding contacts considering two aspects: 
wear and plastic deformation. The geometrical change of the contacting surface 
due to wear is predicted using the present FEM model, combined with the Archard 
wear equation, and has been compared with results from the literature. 
Calculations are performed to predict the wear of an artificial rough hemisphere in 
rolling-sliding contact with a smooth cylinder. The model also predicts the change 
of real rough surfaces which were in good agreement with the experimental 
results. The change of a rough surface, represented by an arithmetic average 
surface roughness, Ra, is predicted for lubricated rolling-sliding contacts using the 
load-sharing concept. The results obtained are in good agreement with 
experimental results. 
A FEM based model has been developed to study the running-in of rolling, 
sliding and rolling-sliding contacts on macroscopic level as well as on roughness 
level. However, the transition between the running-in phase and the steady-state 
phase for sliding and rolling-sliding contacts cannot be determined by considering 
only one single parameter; likewise for the rolling contact situation. Wear is an 



















Inlopen van twee nieuwe in contact zijnde oppervlakken komt tot uiting in een 
aanzienlijke verandering in het wrijvings- en slijtagegedrag als gevolg van 
veranderingen in de micro-geometrie. Als de initiële oppervlakteruwheid   correct 
wordt gekozen zal de inloopfase overgaan in een steady-state fase. In deze situatie 
is in het algemeen de oppervlakteruwheid lager en is de specifieke slijtagegraad 
lager en constant in de tijd. Als een verkeerde oppervlakteruwheid wordt gekozen 
leidt dit tot een snelle achteruitgang en verruwing van de oppervlakken. De micro-
geometrie van een oppervlak blijkt een belangrijke factor te zijn die de levensduur 
van mechanische componenten bepaalt.  Tijdens het inlopen worden de hoogste 
ruwheden afgevlakt met als gevolg dat de hoeveelheid in contact zijnde ruwheiden 
toeneemt. Het resultaat is een hoger draagvermogen van de oppervlakken. 
Er is niet veel fundamenteel onderzoek uitgevoerd met betrekking tot het 
inloopproces. Dit onderzoek is uitgevoerd met als doel om het inlopen van een 
rollend, glijdend of het rollend/glijdend contact te verkennen.  Hiertoe zijn eindige 
elementen simulaties uitgevoerd om de optredende spanningen in dergelijke 
contacten tijdens het inlopen te berekenen voor drie typen beweging in het contact. 
De evolutie van de contactdruk voor een bepaalde rol- of glijafstand is bestudeerd 
met als doel om het inloopgedrag te analyseren.  
Tijdens het inlopen van rollende contacten verandert de micro-geometrie 
van het oppervlak van een ruw oppervlak naar een gladder oppervlak, de 
afvlakking van de ruwheden resulteert in een lagere ruwheid. Deze afvlakking is 
het gevolg van plastische deformatie heeft een hogere restspanning in het 
oppervlak tot gevolg. De overgang van de inloopfase naar de steady-state fase bij 
rollend contact wordt bepaald door de overgang van plastische deformatie naar 
elastische deformatie op ruwheidsniveau. 




Voor glijdende contacten wordt door gebruik te maken van het 
voorgestelde eindige elementen model, gecombineerd met de slijtage vergelijking 
van Archard, de ontwikkeling van de contactdruk en verandering van de macro-
geometrie goed voorspeld. De verandering van de microgeometrie is hoofdzakelijk 
het gevolg van slijtage. Verder wordt er een nieuw eindige elementen model, voor 
zowel kunstmatige en gemeten oppervlakteruwheid, bediscussieerd Uit de 
resultaten blijkt dat het model goed is te gebruiken om het inloopgedrag op 
ruwheidsniveau te bestuderen. 
De veranderingen van het oppervlak ten gevolge van inlopen op 
macroscopisch en microscopisch niveau is bestudeerd voor de rollende-glijdende 
contact situatie, rekening houdend met slijtage en plastische deformatie. De 
geometrische veranderingen van het contact oppervlak als gevolg van slijtage is 
voorspeld met het eindige elementen model en de Archard slijtage wet. De 
resultaten zijn vervolgens vergeleken met resultaten uit de literatuur. Verder zijn 
er berekeningen uitgevoerd om de slijtage van een kunstmatig ruwe bol in rollend-
glijdend contact met een gladde cilinder te voorspellen. Ook de veranderingen van 
ruwe oppervlakken zijn met het model voorspeld en de resultaten komen goed 
overeen met de experimentele resultaten. De veranderingen van de ruwheid, 
aangegeven met de gemiddelde ruwheid Ra, voor gesmeerde rollende-glijdende 
contacten, is uitgerekend. Hierbij is gebruik gemaakt van het concept dat de 
normaalbelasting deels gedragen wordt door de smeerfilm en deels door de 
contact makende oppervlakken. De resultatenkomen goed overeen met de 
experimentele resultaten.      
Een op eindige elementen gebaseerd model is ontwikkeld om het inlopen 
van rollende, glijdende en rollende-glijdende contacten te bestuderen op 
macroscopisch en op microscopisch niveau. De overgang van inlopen naar de 
steady-state fase voor glijdende en rollende-glijdende contacten kan echter niet 
gevangen worden met een enkele parameter zoals bij de rollende contact situatie. 
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This section presents the general nomenclature used in this thesis. Certain 




A contact area  [m2] 
a contact radius [m] 
a(x) semi-major axis length of the contact ellipse [m] 
a(y) semi-minor axis length of the contact ellipse [m] 
b contact half width [m]  
ds incremental sliding distance [m] 
dh wear depth [m] 
E Young’s modulus [Pa] 
FN applied normal load [N] 
FX horizontal reaction force  [N] 
FZ vertical reaction force  [N] 
FC load carried by asperities [N] 
FH load carried by fluid film [N] 
H hardness [Pa] 
hc central film thickness [m] 
he elastic wear depth [µm] 
hw wear depth  [µm] 
i increment [-] 
ke elastic wear coefficient [-] 
km  wear coefficient for rubbing wear [-] 
kp plastic wear coefficient [-] 
 




K dimensionless wear coefficient [-] 
KD specific wear rate [mm3/Nm] 
L sampling length [m] 
N number of rotations [-] 
pH hydrodynamic pressure [N/m2 or Pa] 
p pressure [Pa] 
po maximum contact pressure [Pa] 
R radius [m] 
R’ equivalent radius of curvature [m] 
Ra aritmetic average of asperity heights [m] 
Rq standard deviation of asperity heights [m] 
s sliding distance [m] 
t0 time of vibration of the adsorbed state [s] 
TS surface temperature [K] 
u elastic displacement [m] 
urolling  rolling velocity [m/s] 
Udif sliding velocity [m/s] 
V worn volume  [m3] 
V linear velocity [m/s] 
ys distance between mean of asperity heights  
 and mean of surface height  [m] 
Zlub viscosity-pressure index of lubricant [-] 





α fractional film defect [-] 
β radius of tip of asperity [m] 
δti increment of time [s] 
є fraction [-] 
θ circumferential coordinate [-] 
ν Poisson’s ratio [-] 
µ  coefficient of friction [-] 
σ stress [Pa] 
ω interference [m]  
γ1 scaling factor for hydrodynamic part [-] 
γ2 scaling factor for asperity contacting part [-] 
 
 
Subscript and superscript 
 




c  critical 
cyl cylinder 
D disc  
e  elastic 
ep elastic-plastic 
i load step number 
max  maximum 
P pin  
p  plastic 
res residual 
u  unloading 
x  corresponding to horizontal x axis 
y  corresponding to horizontal y axis 
Y yield 
z corresponding to vertical z axis 





BEM Boundary Element Method  
EHL Elasto-Hydrodynamic Lubrication 
FEA  Finite Element Analysis  
GIWM Global Increment Wear Model  

























Tribology is the science and technology of friction, wear and lubrication. It studies 
the interaction of surfaces in relative motion. It concerns the understanding of a 
wide range of applications, from simple everyday products to complex industrial 
machinery and also from the artificial human joint to the aerospace journal 
bearing. 
 In a highly industrialized country, tribology demonstrates its importance 
by reducing material use and energy loss in, for instance, power generation 
systems, manufacturing industry and industrial processes. Already in the late 70s 
this was recognized by Czichos [1] and Jost [2], who estimated that the dissipated 
energy due to friction amounts to 30% of the total energy generated. Later 
Summers-Smith [3] indicated that this number could be higher than predicted 
before. Recent research in the US states that 57.5% of all generated energy is not 
only wasted by transport losses, but also by insufficient processes (read: friction 
losses) [4].  
 Tribology provides industry with design tools for, for instance, increased 
product quality, failure analysis and providing beneficial maintenance schedules. 
An example is given of a small company that produces gears and tribology assisted 
in increasing the gear quality. Figure 1.1 shows some gears produced by a 
company in Central Java, Indonesia, used in transmissions for automotive 
applications. The lifetime of the components in the transmission did not meet the 
requirements due to wear and local plastic deformation. Better surface 
characteristics were recommended based on tribological knowledge, e.g. 
modifying the manufacturing process and the heat treatment of the gears. This is 







understanding of tribological knowledge is important for Indonesian small and 
medium sized companies (SMEs) which feel the pressure from foreign products in 




Figure 1.1: Gears manufactured for transmissions in Indonesia. 
  
 In designing the surface characteristics of mechanical parts, especially 
components which are in contact in mechanical systems, such as gears, camshafts 
and followers, bearings, piston-rings and cylinder liners, comprehensive 
knowledge of friction and wear affecting the contact pair in the moving contact is 
required. In the design process, the entire lifespan of the components should be 
considered. This lifespan can be divided into the running-in phase, the steady-state 
phase and the wear-out phase. The running-in phase is a critical phase in the 





1.2.1 The running-in to steady-state phase 
 
The running-in phase is a transient phase, where the friction and wear 
between two fresh and unworn surfaces, which are in contact, vary considerably in 
time. During this phase, the surface properties of the components are adjusted. If 
the initial surface roughness of the rubbing surfaces was correctly chosen, the 
running-in eventually reaches a steady-state phase. At this stage, the rubbing 
surfaces are in general smoother and their wear rate is low and constant. On the 
other hand, an inappropriate choice of roughness may lead to a rapid deterioration 
of the rubbing surfaces [5]. The micro-geometry of the surface is an important 
factor in determining the life of mechanical components. During the running-in 
phase, the highest asperities are “flattened”, thereby increasing the number of 
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asperities in contact and, as a result, increasing the load-carrying capacity of the 
surface, as reported by Östvik and Christensen [6].  
During the running-in phase the surface becomes smoother, where the 
smoothing mechanism of surfaces should be analysed in terms of wear of the 
roughness peaks, in terms of filling the surface valleys by the wear debris [7] and 
also in terms of plastic deformation of the asperities [8].  
The running-in phase is followed by a steady-state phase, defined as the 
condition of a given tribo-system in which the average dynamic coefficient of 
friction, specific wear rate and other specific parameters have reached and 
maintain a relatively constant level [9]. At the steady-state phase, the wear of the 
tribo-system becomes more stable and the system operates at an optimum during 
the lifetime.  
 
 
1.2.2 The effects of contact motion on running-in 
 
As explained by Kalker [10], there are three main types of motion, namely rolling, 
sliding and rolling-sliding. Each motion generates a different surface topographical 
change. For the surface topographical change during the running-in period, there 
are two dominant mechanisms: plastic deformation and mild wear [11]. These 
mechanisms occur shortly after the start of a sliding, rolling or rolling-sliding 
contact between fresh and unworn solid surfaces.  
The rolling contact motion induces plastic deformation at the higher 
asperities when the elastic limit is exceeded, as investigated experimentally by 
Jamari [8]. In a ball-on-disc system, the rolling contact generates a track on the disc 
in which the surface topography is modified. In this case, the plastic deformation 
mechanism due to normal loading is a key factor in truncating the highest 
asperities, decreasing the centre line average roughness, Ra, and changing the 
surface topography [6]. For pure rolling contacts, the effects of wear on the change 
of the surface topography are usually neglected. In sliding contacts, the change of 
the surface topography is commonly influenced by (mild) wear, considering wear 
mechanisms such as abrasive, adhesive and oxidative. Contrary to the rolling 
contact, many models for predicting the surface topography change during 
running-in of a sliding contact are proposed ignoring the plastic deformation.  
For running-in of rolling contacts with slip, which is a rolling-sliding 
contact situation, both plastic deformation and wear need to be considered. 
Recently two models were proposed to predict wear and change in surface 
topography for rolling-sliding contacts: Wang et al. [12] calculated the wear of an 
asperity during partial elasto-hydrodynamic lubrication (PEHL) to predict the 
change of surface roughness, i.e. Ra as a function of the slide-to-roll ratio and 
normal load. Akbarzadeh and Khonsari [13] calculated the change of the surface 
roughness, Ra using the normal plastic deformation and subsequently predicted the 
wear as a function of the initial surface roughness, the slide-to-roll ratio and the 
rolling velocity.  
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1.2.3 Modelling the running-in phase 
 
Based on the literature review, which is discussed intensively in the second 
chapter, a schematic illustration, presented in Fig. 1.2, is constructed and consists 
of items related to modelling the running-in phase of rolling, sliding and rolling-
sliding contacts. Four aspects are indicated in this figure: the type of lubrication of 
the contacting bodies, the method of modelling, the type of the contact motion and 
the parameters to observe.   







































Figure 1.2: Modelling the running-in phase.  
 
 
1.3 The objective of this thesis 
 
Based on the parameters mentioned in Fig. 1.2, this research is conducted with the 
aim of exploring the running-in phase for each type of motion which covers the 
rolling, sliding and rolling-sliding contact. Finite element simulation is employed 
to predict the running-in phase using a commercial finite element software 
package to calculate the stress distributions for the three types of contact motions 
considered.  
 The simulation of the contacts using finite element analysis assumes a dry 
or boundary lubricated contact. The evolution of the contact pressure for a certain 
rolling or sliding distance is studied to unravel the running-in phase. The 
originality of this study is that it focuses on the evolution of the micro-geometry 




This chapter gives the background and the objective of the thesis. In the second 
chapter a review of the available literature on running-in is given, covering 
experiments and numerical and analytical models. Wear and plastic deformation 
in a sliding, rolling-sliding and rolling contact are studied in depth. In Chapter 3, a 
rolling contact is simulated using finite elements and the running-in phase is 
explored by observing the topographical change, the contact stress and the residual 
stress. Existing analytical models and experimental investigations are used to 
discuss the results. 
Chapter 4 deals with a finite element study of ploughing friction, surface 
layers and plastic deformation in sliding. This chapter also explores modelling the 
running-in phase of a sliding contact between a hemisphere and a flat surface 
using finite element analysis.  An experimental investigation and an existing wear 
model were compared with the present study. Chapter 5 starts with reviewing 
existing rolling-sliding contact models, which are used to validate the developed 
finite element model. The running-in of rolling-sliding contacts is researched by 
observing the contact pressure evolution as a function of the number of 
overrollings. Then, a micro-scale running-in model for rolling-sliding contacts is 
developed, covering wear and deformation at asperity level. This model is used to 
study the running-in of rough surfaces. Finally, conclusions are drawn and 
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Running-in is known as a tribological process that occurs during the initial phase 
between contacting fresh and unworn solid surfaces. From a macroscopic point of 
view, for instance, for a new gear transmission in a motorcycle engine, running-in 
promotes beneficial operating conditions by inducing the proper contact “fit” 
between the gear teeth. If, however, the proper contact fit is not obtained, the 
contact stress can increase and cause excessive running temperatures, wear and 
vibrations. From a microscopic point of view, running-in is important with respect 
to surface topography adjustment in order to get the required surface condition. By 
managing a good running-in phase, the surface adjustment promotes an 
improvement in friction, wear and lubrication behaviour. 
Previous research on the running-in phase is reviewed and discussed in 
this chapter; the focus will be put on the surface topographical change of the 
contacting bodies, which covers rolling, sliding and rolling-sliding motion. This 
chapter is divided into six sections, where the first section is meant as an 
introduction. The second section deals with the definitions and the significance of 
running-in. The classification of running-in is divided, based on the type of motion, 
and is discussed in sections 3 to 5, i.e. running-in of rolling contacts, sliding 
contacts and rolling-sliding contacts, respectively. Each section describes the 
definition of the contact motion, the surface topographical change, the running-in 
model and the running-in experiment. Finally, conclusions on running-in of 








2.2 Running-in  
2.2.1 The definition of running-in 
 
Running-in, which is related to the terms breaking-in and wearing-in [1], has been 
connected to the process by which contacting machine parts improve in 
conformity, surface topography and frictional compatibility during the initial stage 
of use. It focuses on the interactions which take place at the contact interface on 
macro scale and asperity scale and involves a transition in operational conditions. 
For instance, in gear transmissions, tribologists observe the transition from the 
unworn to the worn state, from one surface roughness to another surface 
roughness, from one contact pressure to another contact pressure, from one 
frictional condition to another, etc. However, the physical change of the contacting 
surfaces in this phase, which can be categorized as “physical damage” at asperity 
level, is more beneficial instead of detrimental. 
Lin and Cheng [2] distinguished three types of wear-time behaviour. The 
majority of the wear time curves observed is of type I, in which the wear rate is 
initially high and then decreases to a lower value. Wear of type II is more usually 
observed under dry conditions and the wear rate is constant in time, whilst the 
wear rate of wear type III is increasing continuously with time. Jamari [3] 
presented the wear-time curve which consists of three wear regimes: running-in, 
steady state and accelerated wear and finally wear-out as shown in Fig. 2.1. Each 




Figure 2.1: Schematic representation of the wear behaviour as a function of 
time, number of overrollings or sliding distance of a contact under constant 
operating conditions, after Jamari [3]. 
 
During running-in, the wear-time curve behaves as wear type I and the 
surface of the material gets adjusted to the contact condition and the operating 
environment. Wear regime of type II usually takes place in the steady-state wear 
process where the wear-time function is nearly linear. In the wear-out regime, the 
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wear rate increases rapidly because of fatigue wear which occurs on the upper 
layers of the loaded surface. Dynamic loading causes fatigue of the surface and 
results in material loss of small fragments associated with either adhesive or 
abrasive wear mechanisms. Breakdown of lubrication due to temperature increase, 
lubricant contaminants or environmental factors are other causes of the increase of 
wear and wear rate in this regime [4]. 
Figure 2.2 depicts schematically the friction and roughness decrease as a 
function of time, number of overrollings and/or sliding distance. In the running-in 
phase, a change in surface roughness is required to adjust or minimize the energy 
flow between the moving surfaces [5]. Based on Fig. 2.2, phase I of the running-in 
regime is indicated by a significant decrease of the surface roughness and the 
coefficient of friction. In phase II of the running-in regime, the repetitive contact 
causes work hardening, resulting in an increase of the micro-hardness and the 
residual stresses in the surface [3]. During this phase the decrease in the coefficient 
of friction and surface roughness is limited. It is desirable, for machine 
components, to operate as long as possible in the steady-state regime with respect 
to the component’s lifetime or maintenance intervals.  
 
 
Figure 2.2: The change of the coefficient of friction and roughness as a 
function of time, number of overrollings or sliding distance of a contact under 
constant operating conditions [3]. 
 
 
2.2.2 The significance of running-in 
 
During running-in, the system adjusts to reach a steady-state condition between 
contact pressure, surface roughness, interface layer, and the establishment of an 
effective lubricating film at the interface. These adjustments may cover surface 
conformity, oxide film formation, material transfer, lubricant reaction products, 
Time, number of overrollings or sliding distance 



















martensitic phase transformation, and subsurface microstructural reorientation [6]. 
Then, the running-in phase is followed by a steady-state phase which is defined as 
the condition of a given tribo-system in which the average dynamic coefficient of 
friction, specific wear rate, and other specific parameters have reached and 
maintain  a relatively constant level [1].  
Summer-Smith [7] summarized the importance of the running-in phase 
with his statement “If conditions were wrong, piston rings could disappear within 
24 h after start up.” With a successful run-in and good maintenance, piston ring life 
could be utilized until 10 years. Kehrwald [8] expressed the impact of the running-
in phase by predicting that an optimized running-in procedure has a potency to 
improve the lifetime of a mechanical system by more than 40% as well as reducing 
the engine friction without any material modifications. Jamari [3] highlighted that 
ignoring the running-in aspects means overlooking the important clues to the 
evolution of conjoint processes, which leads to the final long-term steady-state 
friction and wear behaviour. Nowadays, with respect to energy efficiency and 
engine emissions, the understanding of the changes of the surface topography of 
the piston-ring contact during the running-in phase is one of the important factors 
in controlling a lower fuel and oil consumption in automotive engines [4].  
The quotations above indicate the significance of the running-in phase, 
which occurs at the beginning of the contact in a mechanical system. The running-
in phase is known as a transient phase where many parameters seek their 
stabilized form.  
 
 
2.3 Rolling contact 
2.3.1 The definition of a rolling contact 
 
When two non-conformal contacting bodies are pressed together so that they touch 
in a point, elliptical or a line contact, and they are rotated relatively to each other so 
that the contact moves over the bodies, there are three possibilities of motion. At 
first, a rolling contact is defined as a motion where the velocities of the contacting 
bodies are equal at each point along the tangent plane of contact. Secondly, sliding 
is defined as when one of the bodies is stationary and the other is moving. The 
third option is a combination of the two aforementioned situations, i.e. rolling with 
a sliding motion [9]. According to Johnson, a combination of rolling, sliding and 
spinning can take place during the rolling of two contacting bodies [10].  
In the case of rolling friction where the friction takes place in the rolling 
contact and produces the resistance to motion, Halling [11] classified: (a) Free 
rolling, (b) Rolling subjected to traction, (c) Rolling in conforming grooves and (d) 
Rolling around curves. Whenever rolling occurs, free rolling friction must occur, 
whereas (b), (c) and (d) occur separately or in combination, depending on the 
particular situation. The tire of a car involves (a) and (b), in a radial ball bearing (a), 
(b) and (c) are involved, whereas in a thrust ball bearing (a), (b), (c) and (d) occur.  
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Depending on the forces acting on the contacting bodies, rolling can be 
classified as free rolling and tractive rolling. Free rolling is used to describe a 
rolling motion in which there is almost no slip and the tangential force in the 
contact is nearly zero. The term tractive rolling is used when the tangential force in 
the contact is significant and slip exists.      
 
 
2.3.2 Rolling contact on a flat surface 
 
Investigations into rolling contact phenomena have been conducted for many 
decades and cover the analysis of contact pressures, stress distributions and 
deformations. Three types of analysis methods are often used: analytical, 
numerical such as the finite element method (FEM), and the semi-analytical 
method (SAM). The analytical method is used to predict the contact stress and 
deformation of the rolling contact, Kalker [9]. A number of elastic and elastic-
plastic stress analyses of rolling contacts were investigated using FEM. Bhargava et 
al. [12] and Kulkarni and his co-workers [13-14] started their investigation on 
rolling contacts using FEM. Jiang et al. [15] developed their model and combined 
the rolling contact motion with partial slip [16]. The Semi-Analytical approach was 
introduced by Jacq et al. [17] for the rolling contact situation and was further 
developed for various contacts and material behaviour [18]. SAM is based on 
analytic formulae in discrete form, whereas the quantities are obtained by 
numerical computing.  
In the aforementioned articles, the rolling contact was studied by 
considering the rolling element in contact with a flat surface, where the rolling 
element can be modelled by a sphere, an ellipsoid or a cylinder. The von Mises 
contact stress, residual stress, plastic strain, surface displacement and contact 
pressure can be predicted as a function of the depth from the surface. These 
parameters act as a key for understanding and predicting fatigue and wear 
behaviour of a rolling element. The strength and expected life of mechanical 
components can be influenced by the residual stress due to its effect on contact 
fatigue and wear.  
 
 
2.3.3 Model of running-in of rolling contact on a rough surface 
 
There are few publications discussing the running-in of rolling contacts dealing 
with a rough surface. Most of the running-in models available in the literature are 
devoted to running-in with respect to wear during sliding motion. In this section, 
the analytical model developed by Jamari and Schipper [19] is discussed, in order 
to understand the surface topographical change due to running-in of a rolling 
contact. The discussion of the rolling contact motion at the running-in phase is 
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focused on the free rolling contact between a rigid body over a flat rough surface 
and neglecting the tangential force, slip and friction on the contacting bodies.  
On the basis of a deterministic elastic-plastic contact model, Jamari and 
Schipper [19] predicted the change in surface topography during running-in of a 
rolling contact.  
 
Figure 2.3: Geometry of an elliptical contact, after Jamari and Schipper [19]. 
 
The model is validated experimentally and good agreement between the 
model and the experiment results were found. In order to predict the surface 
topography after running-in of the rolling contact, they modified the elastic-plastic 
model of Zhao et al. [21] and used the elliptical contact situation to model the 
elastic-plastic contact between two asperities. Figure 2.3 illustrates the geometrical 
model of elliptic contact where a and b express the semi-minor and semi-major 
axes of the elliptical contact area. The mean effective radius Rm is defined as: 
 
1 2 1 2
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R R R R R R Rm x y x x y y




Rx and Ry denote the effective radii of curvature in the principal x and y directions 
and subscripts 1 and 2 indicate body 1 and body 2 respectively. The elliptical based 
contact model led to modified equations for the elastic-plastic contact area Aep and 
the elastic-plastic contact load Pep, which are defined as follows: 
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where ω is the interference of an asperity, subscripts 1 and 2 indicate the limit of 
the first yield interference and the limit of the fully plastic interference 
respectively, α and β are the dimensionless semi-axis of the contact ellipse in 
principal x and y direction respectively, γ is dimensionless interference parameter 
of elliptical contact, ch is the hardness factor, H is the hardness of material and Kv is 
the maximum contact pressure factor related to Poisson’s ratio v: 
2




The change of the surface topography during running-in is analysed 
deterministically for the pure rolling contact situation. Figure 2.4 shows the 
proposed model of the repeated contact model performed by Jamari [3]. Here, 
h(x,y) is the initial surface topography. The surface topography will deform to 
h’(x,y) after running-in. The elastic-plastic contact models in Eq. (2.2) and (2.3) are 
used to predict the h’(x,y). The calculation steps are iterated for a number of 













Figure 2.4: The model of the surface topography changes due to running-in  
of a rolling contact proposed by Jamari [3]. 
 
 
2.3.4 Experiments on the running-in of rolling contacts  
 
In this section the experiments on running-in of rolling contact by Jamari [3] and 
Taşan et al. [22] are discussed. These experiments were used to validate the 
running-in model which has been explored in the previous section. Furthermore, 
the experiments were employed for exhibiting the change of the surface 
topography in lateral and longitudinal direction of the rough surface due to 
running-in of a rolling contact.    
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                                    (a)                                                                      (b) 
Figure 2.5: Profiles across the direction of rolling of (a) aluminium surface and 
(b) mild-steel surface after Jamari [3]. 
 
Experiments on the running-in of rolling contacts are conducted on the 
measurement setup presented in Jamari [3]. Silicon carbide ceramic balls (H = 28 
GPa, E = 430 GPa and v = 0.17) with a diameter of 6.35 mm were used as hard 
spherical indenters. The centre line average roughness Ra of the ceramic ball of 0.01 
µm was chosen to comply with the assumption of a perfectly smooth surface. 
Elastic-perfectly plastic aluminium (H = 0.24 GPa, E = 75.2 GPa and v = 0.34) and 
mild-steel (H = 3.55 GPa, E = 210 GPa and v = 0.3) were used for the rough flat 
surface specimens. The centre line average roughness of the flat specimens varied 
from 0.7 to 2 µm. 
 
    
                                                   (a)                                                      (b) 
Figure 2.6: Profiles across the direction of rolling for (a) lateral and (b) 
longitudinal roughness as a function of the number of rolling cycles,   
after Taşan, et al. [22]. 
 
Results of the rolling contact experiment, along with the model prediction 
for the aluminium and mild-steel surfaces, are presented in Figs. 2.5a and 2.5b, 
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respectively. Another investigation, performed by Taşan et al. [22] on the 
topographical change of a rolling contact between an SiC ball in contact with a 
rough mild steel disk (DIN 100MnCrW4), is presented in Fig. 2.6, which depicts the 
topographical change of the surface in (a) the lateral direction and (b) the 
longitudinal direction. A complete description of these experiments can be found 
in Taşan [23]. 
 
 
2.4 Sliding contact 
2.4.1 The definition of sliding contact 
 
Sliding is identified as the relative velocity between the two bodies or surfaces at 
the contact point in the tangent plane [10]. In a sliding contact, the change of the 
surface topography is commonly influenced by mild wear, considering several 
wear mechanisms such as abrasive, adhesive and oxidative. The wear models are 
discussed in order to analyse literature on wear prediction. 
 
 
2.4.2 General wear model of Archard 
 
Over the years, many researchers have carried out studies in modelling wear, 
which has resulted in many models for many different situations. The literature is 
rich with wear equations that correlate with the specific system considered. There 
are nearly 200 wear equations containing 32 different parameters, involving 
numerous material properties and operating conditions that have been identified 
by various authors [24]. There is no simple, universal model available that can 
predict wear on the basis of mechanical properties and contact information only 
[25]. 
A starting point in the analysis of wear was conducted by Holm [26] and 
continued intensively by Archard [27]. Archard’s wear equation postulates that the 
wear rate, i.e. the volume worn away per unit sliding distance, is proportional to 
the load and the material combination. Then, the depth of wear, h, is derived and 









The wear coefficient is denoted by K, H is the hardness of the worn surface, 
s is the sliding distance and p is the contact pressure. The wear coefficient and the 
hardness can be replaced by the dimensional wear rate, k, which is widely used 






The proportionalities in the Archard model are not always observed in 
experimental approaches. For example, Dorinson and Broman [28] found a non-
linear relation between the load and the amount of wear. Richards [29] obtained 
higher wear rates for higher hardness and Hirst [30] obtained a wear rate that 
varies in time. Nevertheless, the Archard wear equation (AWE) still is the most 
popular and widely used model in recent wear prediction studies. AWE was 
initially developed on the basis of adhesive wear, but some researchers have 
shown that the AWE also can be used to accurately predict abrasive and corrosive 
wear [24-25, 31-41].  
 
 
2.4.3 Finite element based model  
 
Modelling sliding wear, in order to derive predictive governing equations, has 
been a subject of extensive research in the past decades. Wear models found in the 
literature can in general be classified into two main categories, (i) mechanistic 
models, which are based on a material failure mechanism, e.g. the ratcheting 
theory for predicting wear [42-43] and (ii) phenomenological models, which often 
involve quantities that have to be computed using principles of contact mechanics, 
e.g. the wear model of Archard [27].  
The Archard-based wear model has been studied extensively using the 
finite element analysis. The (modified) Archard’s wear equation is still widely 
used, especially for the mild wear situation of the sliding contact, with satisfactory 
results [31-41]. Podra [31] simulated the sliding wear of a pin-on-disc system using 
the finite element method, which was further developed by Andersson and his 
colleagues [32-35]. A numerical simulation of wear of a cylindrical steel roller 
oscillating against steel was performed by Oqvist [36] with a customized version of 
finite element program: the simulation was done in steps and the pressure and the 
sliding distance were recalculated as the surface geometry changed. Other 
researchers used FE simulations for different wear mechanisms and different 
materials [37-40]. Mukras et al. [41] introduced a wear prediction model for an 
oscillatory conforming contact.  
Similar to Podra and Andersson [31], Hegadekatte et al. [44-46] and 
Kanavali [47] proposed a modelling scheme for the wear as obtained using various 
tribometers. They used a numerical solution based on FEM which is introduced as 
Wear-Processor. It implements AWE on the local scale. The pin and the disc are 
modelled as a 3D static contact problem in the commercial FE code ABAQUS. The 
stress field, the displacement field and the element topology are then extracted 
from the FE results. The calculated wear from Archard’s wear model, where the 
contact pressure is obtained from the FE solution, is used to update the geometry 
by repositioning the surface nodes with a re-meshing technique that makes use of 
the boundary displacement method. The obtained new reference geometry is then 
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used to calculate the updated stress distribution, which in turn is used to compute 
the updated contact pressure distribution. This step is repeated until the expected 
sliding distance is reached. Some results of the contact pressure and tangential 
stress obtained with the Wear Processor are depicted in Fig. 2.7.  
 
 
(a)                                                                (b) 
Figure 2.7: Contact stresses after various intervals of sliding: (a) contact pressure 
profile; (b) tangential stress rzz in direction of sliding, after Hegadekatte [45]. 
 
 
2.4.4 Global increment wear model 
 
An incremental implementation of Archard’s wear model on the global scale 
(Global Incremental Wear Model – GIWM) was proposed by Hegadekatte et al. 
[45] in predicting the wear depth of both pin and disc in a pin-on-disc tribometer. 
The equation considers only global quantities such as the average contact pressure, 
which is computed incrementally by updating the contact pressure at various 
intervals of sliding. Initially, the contact radius a0 using the Hertz solution [48] is 















where FN is the applied normal load, Rp is the radius of the pin and Ec is the 
equivalent elastic modulus. The elastic deformation normal to the contact using the 
















where i is the current wear increment number. The linear wear is integrated over 








where kD = K/H is the wear rate, p is the contact pressure and Δs is the interval of 












Using the GIWM a good agreement was obtained with experimental results at 
normal loads of 200 and 400 mN. A deviation was found for 800 mN of normal 
load, see Fig. 2.8a. Figure 2.8b shows the comparison of the GIWM model and the 
Wear-Processor model for Si3N4 on Si3N4 pin-on-disc test with a 200 mN normal 
load. 
 
Figure 2.8: Wear prediction for Si3N4 on Si3N4 pin-on-disc test: (a) Results from 
GIWM in comparison with the experimental results from the pin-on-disc 
tribometer. (b) The comparison of the wear progress over sliding distance for pin 
and the disc between Wear-Processor and GIWM [45]. 
 
 
2.4.5 Models for running-in of sliding contacts 
 
For sliding contacts, the change of the surface topography is typically the result of 
mild wear, considering several wear mechanisms such as abrasive, adhesive and 
oxidative. Many models ignore plastic deformation [50].  
The models for predicting the surface topography change due to running-
in are most frequently related with the sliding contact situation. Stout et al. [51] 
and King and his co-workers [52], predict the topographical changes in the 
running-in phase by considering truncated functions of the Gaussian surface 
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height distribution to obtain the run-in height distribution. Sugimura et al. [53] 
continued by proposing a sliding wear model for the running-in process 
considering abrasive wear and the effects of wear particles. An engineering surface 
cannot always be described properly by a Gaussian height distribution, therefore 
also many non-Gaussian height distributions systems have been applied.  
Lin and Cheng [54] and Hu et al. [55] used a dynamic system approach in 
order to develop a model representing all the phases during wear, i.e. running-in, 
steady state and accelerated wear (wear-out). In the dynamic wear model, Lin and 
Cheng [54] proposed that the wear rate is proportional to a “forcing” term I, which 
is contributed to the normal load and the stress field induced by the frictional force 
at the asperity contacts. The wear rate is inversely proportional to the wear 
resisting term, S, which is related to the material’s anti-wear strength near the 









is the “wear rate”, c is a dimensionless constant that can be determined 
experimentally or theoretically. A statistical approach was used to describe the 
wear rate, anti-wear strength and the average of the shear force. The model 
developed was compared with experiments conducted by Ruff et al. [56] and Stout 
et al. [57] and also compared with the statistical running-in wear model of 
Sugimura et al. [54].   
Hu et al. [55] proposed the effect of the surface roughness in determining 
the dynamic wear rate by considering the linear velocity between two mating 















= dW/dt and F(Rσ) denotes a function representing the effect of the root 
mean square of the composite roughness of two mating surfaces. In the running-in 
phase, where the wear behaves non-linear, Hu et al. summarized that the wear rate 
will rise as the amplitude of the surface roughness increases [55]. 
Shirong and Gouan [58] used scale-independent fractal parameters and 
Zhu et al. [59] predicted the running-in process by the change of the fractal 
dimension of frictional signals. Liang et al. [60] used a numerical approach based 
on the elastic contact stress distribution of a three-dimensional real rough surface 
while Liu et al. [61] used an elastic-perfectly plastic contact model. It is shown that 
in the running-in of a sliding contact, parameters such as load, sliding velocity, 
initial surface roughness, lubricant, and temperature have certain effects.  
Wang et al. [62] proposed a wear model that was derived from the relation 
between the wear volume and the change of the average surface roughness under 
“zero-wear”. Zero wear (on asperity level) is a terminology where the contact 
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components run under partial elasto-hydrodynamic lubrication (PEHL), with the 
result that the wear occurs within the original surface topography. A Gaussian 
height distribution was adopted to generate a rough surface. By assuming PEHL, 
wear occurs at the rough surface and contact takes place at the summits of the 
asperities, leading to the flattening of the asperities. The relation between the non-
dimensional wear volume W and the non-dimensional change of surface 
roughness ΔRa was described as a second order polynomial as: 
 







where a1 = 0.5 and a2 = 1.02 which are determined by curve fitting from twenty 
independently generated surfaces. The wear model has been validated by 
experiments. Specimens with a higher initial roughness show a rather good 
agreement with the model but specimens with lower initial roughness deviated 
from the model. This model is purely based on geometrical relationships and 
statistics.  
Kumar et al. [63] explained that with the increase of load, roughness and 
temperature, the running-in wear rate of a sliding contact will increase. The 
experiment was conducted by sliding an En 31 steel ball over the disc made from 
the same material (hardened) in a reciprocating tester. From the results of the 
experiments, they developed an empirical relation for the running-in wear rate, 
running-in period and steady-state wear rate. 
Nelias et al. [64] developed the SAM, introduced by Jacq et al. [17], in 
predicting the surface topographical change due to running-in of a sliding system. 
Wear prediction is based on a threshold criterion of surface failure. The threshold 
criterion was determined by 0.2 % maximum equivalent plastic strain where the 
surface will tear as observed by Oila and Bull [65]. The wear is a result of 
subsurface cracks which run along the plastic volume when the critical plastic 
strain value was reached. The SAM based running-in wear model was improved 
by Bosman and Schipper [66] who studied the wear of a sliding system under 
boundary lubrication. The investigation was performed for a system that consists 
of three layers, namely, a physically/chemically adsorbed layer, a chemical 
reaction layer and a nano-crystalline layer on top of the bulk material. It was found 
that the contribution of the nano-crystalline layer is significant to the wear and the 
frictional behaviour of a boundary lubricated system.   
 
 
2.4.6 Running-in of sliding contacts, some experiments 
 
The work of Blau [67] is considered to be a fundamental model for running-in of 
sliding contacts based on experiments. He collected numerous examples of 
running-in experiments from literature and conducted laboratory experiments, 
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which resulted in sliding coefficient of friction versus time graphs, in order to 
develop a physical realistic and useful running-in model. This survey revealed 
eight common forms of coefficient of friction versus sliding time curves. Blau also 
discusses the causes related to each type of friction-time curve [67]. Each type is 
not uniquely ascribed to a single process or a unique combination of processes, but 
has to be analysed in the context of the given tribosystem.  
Dienwiebel and Pohlman [68] studied nano-crystalline layers in lubricated 
sliding contacts during running-in by means of on-line measurements using the 
radionuclide technique (RNT). The contribution of anti-wear additives was 
described for high, moderate and low stress conditions, especially on the transient 
friction and wear of lubricated metal surfaces during the running-in phase. The 
running-in phase was analysed based on the idea of Umeda et al., [69] which 
exhibits the correlation between the wear particles characteristics and the 
generation process of the surface morphology. A method for analysing running-in 
wear particles was developed by Yuan et al. [70]. In the running-in phase, wear 
debris is dominantly generated by the interaction between the asperities of the 
contacting surfaces, resulting in rough surfaces as well as scratches. Smooth plate-
like wear particles were formed in the steady-state phase. 
 
 
2.5 Rolling-sliding contact 
2.5.1 The definition of rolling-sliding contact 
 
When two rotating bodies, such as gears, come into contact with each other and 
they have the same velocity at the point of contact then they represent a pure 
rolling contact, where no slip or sliding occurs along the contact [9]. For gears, the 
pure rolling contact only occurs at the pitch points of the involute profiles of the 
teeth. Slip or sliding is found for the other contact situations along the path of 
contact and, therefore, most rolling contacts are in essence rolling-sliding contacts. 
Such contacts are often experimentally studied with a two-disc machine. 
 
 
2.5.2 FEM based wear model on rolling-sliding contacts  
 
Hegadekatte et al. [46] introduced two types of FEM based wear models which are 
known as the Wear-Processor and UMESHMOTIONS. Both methods use the same 
finite element software package ABAQUS. The Wear-Processor has been discussed 
in the previous section on sliding contacts to predict the contact pressure coupled 
with the Archard wear model [27] to calculate the material loss.  
In the case of a two-disc machine, as shown schematically in Fig 2.9a where 
the upper disc has a crown radius and the bottom disc is cylindrical, the apparent 
contact area is elliptical. At the outermost circumference, the two discs rotate with 
velocities V1 and V2, where V1 ≠ V2. The existence of slip between the discs together 
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with a normal load acting on them, results in sliding wear, for which Archard’s 
wear law is known to be applicable. Such a system is similar to the one shown on 
the right-hand side in Fig. 2.9b, in which the bottom disc is fixed and the top disc 
rotates at the slip velocity V = |V1 - V2|. With this assumption, the problem can be 
reduced from a rolling-sliding contact to a quasi-static sliding contact. However, 
this assumption is only valid when the bottom flat surfaced disc does not wear. 
 
         
 (a)                                                                 (b) 
Figure 2.9: (a) Schematic of the two-disc machine, and (b) model simplification of 
rolling-sliding contact with defined slip to sliding contact in the two-disc 
tribometer [46]. 
 
UMESHMOTION is a user-defined subroutine in the commercial FE code 
ABAQUS which is intended for defining the motion of nodes in an adaptive mesh 
constraint node set. By defining the contact surface nodes in the adaptive mesh 
constraint node set, UMESHMOTION can be coded to shift the surface nodes in 
the direction of the local normal by an amount equal to the corresponding local 
wear. The new contact pressure is updated by transferring the material quantities 
from the old location to the new location. The procedure is repeated till a pre-
defined maximum sliding distance is reached. 
Employing both of UMESHMOTION and Wear-Processor on the rolling-
sliding contact, the increment of wear depth was predicted using the Archard’s 
wear model.  However, the Euler equation, as it was used in sliding contacts, was 
adopted for the case of a two-disc machine and was re-written, see Eq. (2.14). A 
point wears only when it experiences pressure while passing through the contact 
interface. Therefore, pressures acting on this point were integrated along the 
sliding direction, corresponding to one rotation for the computation of the local 


















where r = r(y) is the radius of the disc at the location of contact (as the top disc 
surface is curved), p is the contact pressure and Ø is the angle of rotation. The 
calculation of the wear depth using Eq. (2.14) will hold for all the nodes lying along 
the same circumference (streamline). For a given time increment Δtj, the wear 























2.5.3 GIWM based wear model for rolling-sliding contact 
 
The GIWM for predicting the wear of a rolling-sliding contact was derived in the 
same way as GIWM for a sliding contact [46]. Employing the same model as 
discussed for the FEM based model of sliding contact, the modelling scheme starts 
with the computation of the initial semi-axis lengths of the contact ellipse using the 
Hertz solution [48] for an elliptical contact area. Then, the initial normal elastic 
deformation, δ, due to normal load, FN, proposed by Oliver and Pharr [49] is 






















Figure 2.10: The simplification of GIWM for a rolling-sliding contact situation [46]. 
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For one rotation of the disc, the sliding distance increment over which 
wear takes place is given by the axis length of the contact ellipse in sliding 
direction. The current semi-major axis length of the contact ellipse, a(x), and the 
radius of the top disc, R1, is calculated from the geometry of the contact which 
changes due to wear.  
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The complete structure of the GIWM for wear prediction of a rolling-
sliding contact is shown in Fig. 2.10. A comparison between the GIWM model, the 
UMESHMOTION and the Wear-Processor in predicting the wear of rolling-sliding 
contact can be seen in Fig. 2.11 [46]. 
 
 
Figure 2.11: Wear depth as a function of number of overrollings. Comparison 
between GIWM model, UMESHMOTION and Wear-Processor,  
from Hegadekatte et al. [46]. 
 
 
2.5.4 BEM wear model for a rolling-sliding contact 
 
A wear simulation of 3D rolling-contact problems based on the boundary element 




Figure 2.12: Wear depth as a function of the number of rotations. Comparison 
between BEM model and GIWM model, from Rodríguez-Tembleque et al. [71]. 
 
As constitutive equations of the potential contact zone Signorini’s contact 
conditions were used, as well as Coulomb’s law of friction, see also Aliabadi [72]. 
The material loss of the contacting bodies was predicted using the Archard’s linear 
wear law. The methodology was applied to predict wear of different contact 
situations and compared with the GIWM results of Hegadekatte et al. [46]. A good 
agreement was obtained between the numerical calculations based on BEM and 
GIWM as shown in Fig. 2.12.  
 
 
2.5.5 Model for running-in of rolling-sliding contact  
 
Akbarzadeh and Khonsari proposed an analytical model using the load-sharing 
concept [73] and employed the model to investigate the running-in and the steady-
state wear of rolling-sliding contacts for the mixed-EHL line contact problem [74]. 
In order to verify the model, they designed an experimental apparatus to 
investigate the transient wear process during the initial stage of contact. Seven 
experiments were conducted with five running-in experiments on fresh rollers and 
two steady-state experiments on run-in rollers. The results of the experiments are 
in good agreement with their model [76].  
The load-sharing concept considers the total load on the contacting bodies 
to be carried partly by the hydrodynamic film FH and partly by the asperities FC as 
follows: 
 























    (a)                                                                         (b) 
Figure 2.13: The plastic contact situation: (a) before contact and  
(b) after contact [21]. 
 
The load carried by the lubricant film determines the lubricant film thickness 
whereas the load carried by asperities determines the contribution to asperity 
deformation as schematically shown in Fig. 2.13. The indentation is defined by, Fig. 
2.13b: 
 




where z denotes the height of asperity, hc is the central film thickness, and ys is the 
distance between the mean of the asperity heights and the mean of the surface 
heights. The load carried by asperities, Fc is predicted by summing the contact load 
of elastic, elastic-plastic and fully-plastic deforming surfaces based on the contact 
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In which Fei, Fepi and Fpi are the loads carried by elastic, elastic-plastic and plastic 
deforming asperities i respectively.  
Akbarzadeh and Khonsari [73] compared their simulation with the 
experimental investigation of Wang [75], as shown in Fig. 2.14. Comparison 
between Case 1 and Case 2 revealed that in Case 1, where the surfaces were 
smooth, steady state was reached faster and the drop in arithmetic average of 
asperity heights was smaller. Case 2, however, corresponded to the contact of 
rough surfaces, and larger changes in variation of Ra were observed. Figure 2.14 
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shows the proposed method by Akbarzadeh and Khonsari [73] in predicting the 
















Figure 2.14: The comparison of Akbarzadeh and Khonsari’s [73] model  
and experimental investigation of Wang [75]. 
 
  
Figure 2.15: The evolution of wear rate on the running-in phase to the steady-state 




They also studied the evolution of wear for textured surfaces (transverse, 
isotropic and longitudinal oriented asperities in sliding direction) during running-
in as plotted in Fig. 2.15. Initially, the wear volume per unit time shows a high 
value and as the running-in time proceeds it decreases until its variation with time 
becomes nil and the system attains a steady state. It was found that the transverse 
surface pattern has the highest wear rate.  
 
     
 
Figure 2.16: The rolling velocity 
effect along running-in progress on 
wear depth [74]. 
Figure 2.17: The comparison of 
weight loss of the hard roller, soft 
roller and simulations [74]. 
 
Akbarzadeh and Khonsari [74] discussed the effect of the slide-to-roll ratio 
and the hardness of the material on the running-in of rolling-sliding contacts. It 
was found that an increase of the rolling velocity reduced the material losses and 
that the soft roller showed a higher wear compared to the hard roller as depicted in 
Figs. 2.16 and 2.17.  
 
 
2.5.6 Rolling-sliding running-in experiments  
 
Akbarzadeh and Khonsari [74] conducted a series of rolling-sliding running-in 
experiments where two of the running-in experiments were conducted on two 
pairs of rollers which have a clear distinction in terms of hardness (hard roller vs. 
soft roller), whereas the other two experiments were conducted with rollers which 
have only a slight difference in hardness (hard roller vs. hard roller). These 
running-in experiments showed the effect of material hardness and rolling 
velocity, uroll, on the running-in behaviour of the contacting rollers. Another 
running-in experiment was performed which was stopped every 10 minutes. The 
soft roller was then cleaned with acetone and the weight and surface roughness of 
the roller were recorded. Then, the roller was again mounted and the test was 
continued for another 10 minutes. The weight loss and the change of the surface 
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roughness (Ra) of the hard and soft roller varied as a function of the rolling speed 
and are depicted in Figs. 2.18 and 2.19. The figures show that most of the wear 
occurs at the soft roller. A better lubricant film was obtained with the higher 
rolling speed uroll = 0.2 m/s and therefore the amount of weight loss is lower, 
compared to the lower rolling speed, uroll = 0.1 m/s. A comparison of the surface 
roughness before and after an experiment is shown in Fig. 2.19.  
 
  
Figure. 2.18: Weight loss as a function of rolling velocity, after [74]. 
 
 
(a)               (b) 
Figure 2.19: Surface roughness as a function of rolling velocity for (a) hard roller 
(b) soft roller before and after an experiment [74]. 
 
All tests showed a similar trend, with a higher material loss on the (slightly) softer 
rollers. The last experiment showed a striking increase in wear and a significant 
decrease in roughness at the initial stage of the experiment followed by a smaller 
decrease of surface roughness until the running-in process is completed and the 
steady-state regime starts. The simulations predicted the final value for surface 
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roughness fairly accurately. The evolution of surface roughness during running-in 
is shown in Fig. 2.20 whereas the evolution of wear (weight) is shown in Fig. 2.21. 
 
  
Figure 2.20: Surface roughness evolution 
during running-in. Comparison of 
experiment and model [74]. 
Figure 2.21: The worn weight 
comparison of experiment and 
simulation during running-in [74]. 
 
 
2.6 Concluding Remarks 
 
A literature review of the running-in phenomena in various contact situations 
(sliding contact, rolling contact and rolling-sliding contact) has been conducted. 
The following have been observed:  
1. The running-in phase of a rolling-sliding contact is usually studied 
analytically, numerically, statistically and experimentally, where the 
studied parameters mainly focus on material loss or wear depth, the 
change in surface roughness, coefficient of friction and contact pressure. 
The transition of the running-in phase to the steady-state phase is 
determined based on the parameters mentioned.  
2. For the sliding contact situation, the models of running-in were most 
frequently derived on the basis of the well-known Archard’s wear 
equation.  
3. The models for running-in of sliding contacts were dominated by 
statistically based analysis e.g. using a Gaussian distribution of the surface 
roughness.  Recently, a new model based on the equivalent plastic strain 
and the von Mises yield stress criterion was proposed [17]. 
4. The prediction of running-in phenomena of a rolling contact was proposed 
by considering the ellipsoid contact model and a deterministic description 
of a rough surface. Surface topographical changes during running-in of a 
rolling contact were predicted fairly accurately 
5. The running-in of lubricated rolling-sliding contacts can be modelled by 
applying a load sharing concept: splitting the applied load into the load 
carried by the interacting asperities and the load carried by the lubricant. 
The parameters for running-in of a rolling-sliding contact, such as the 
 31 
effect of material hardness, rolling speed, slide-to-roll ratio and initial 
surface roughness, have been discussed and compared with experiments. 
It is found that the running-in model has a reasonable fit with the 
conducted experiments. However, the change in surface topography 
obtained is based on deformation in normal direction only, no wear is 
taken into account.   
  
The literature discussed above on running-in focussed on the macroscopic 
change of rolling and sliding contacts, i.e. mass loss and wear depth. Further, a 
statistical approach is used to predict the change in Ra of the surface topography. 
Systems become smaller and therefore the change in surface geometry and in 
particular the change in micro-geometry become of importance. Therefore, to 
study the running-in of rolling/sliding contacts a deterministic model approach, 
rather than a statistical approach, has to be followed as Jamari did for the rolling 
contact situation [3].  For the rolling/sliding contact situation this has not been 
done yet. 
In order to study the running-in of rolling-sliding contacts, a FEM based 
model will be developed to be able to study the running-in phase on roughness 
level as well as the transition of the running-in phase to the steady-state phase by 
investigating the geometrical changes and the contact stresses for the rolling 
contact, sliding contact and rolling-sliding contact situation, as shown in Fig. 2.22. 
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Figure 2.22: Proposed research on running-in of rolling-sliding contacts using 
FEM, h(x,y) is the initial surface geometry and h’(x,y) is the run-in surface 
geometry whilst p(x,y) is the initial contact pressure and p’(x,y) the contact 
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The running-in phase is a transient phase where many parameters seek their 
stabilized form. During running-in the system adjusts to reach a steady-state 
condition between contact pressure, surface roughness, interface layers and the 
establishment of an effective lubricating film at the interface. These adjustments 
may cover surface conformity, oxide film formation, material transfer, lubricant 
reaction products, martensitic phase transformations and subsurface 
microstructure reorientation [1]. The running-in phase is followed by a steady-state 
phase which is defined as the condition of a given tribo-system in which the 
average dynamic coefficient of friction, the specific wear rate, and other specific 
parameters have reached and are maintaining a relatively constant level [2]. 
 Running-in takes place during the initial use of rolling components such as 
gears and bearings. A successful running-in phase contributes to enhancing the 
degree of conformity so that the performance of the contacting components 
improves whereas the failure of the running-in phase, indicated by the failure in 
attaining the degree of conformity, causes failure of the contacting components 
during initial usage. The significance of running-in has been discussed in the 
previous chapter.  
 Considering the aforementioned significance of the running-in phase, the 
study of the running-in of rolling contacts becomes important due to the wide 
application of rolling contact elements such as gears and bearings. Jamari [3] 
researched the running-in of rolling contacts by modelling (local) elastic-plastic 
deformation, which results in a topographical change of an engineering surface. He 
proposed a deterministic model [4] based on the elastic-plastic ellipsoid contact 
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centre line average roughness, Ra and change in surface topography [3]. The 
analytical model has been validated with a number of experiments, where good 
agreements were obtained.  
This chapter is based on the work of Jamari on the running-in of rolling 
contacts [3]. A finite element simulation was carried out to model the 
topographical change of a two dimensional rough surface when a rigid cylinder 
repeatedly rolls over it. The modelling of the geometry (plastic deformation), 
contact stress and residual stress were used as indicators of the end of the running-
in phase and the early stage of the steady-state phase.  
This chapter contains six sections. Section 3.2 deals with the repeated static 
contact simulation. Before starting the simulation on rough surfaces, a validation of 
the contact model was conducted by comparing finite element results of the 
contact model with the analytical calculations. Then the discussion is continued on 
the rolling contact of a cylinder on a flat surface in Section 3.3. This section 
discusses plastic deformation, contact stresses and residual stresses of the 
deformable flat surface when a rigid cylinder rolls over the surface at various 
contact loads. Section 3.4 explores the model of the running-in phase of the 
repeated rolling contact between a cylinder and a rough surface. Section 3.5 studies 
the FE model on the running-in of a rigid ball rolling on a real rough surface. The 
chapter closes with some concluding remarks on the findings obtained with finite 
element simulations on the running-in of rolling contacts. 
 
 
3.2 Simulation of repeated static contact  
 
As reported in the literature study, only a limited number of publications discuss 
the use of finite element simulations in modelling running-in of rolling contacts. 
Therefore, some initial investigations should be conducted in order to check 
whether the finite element model and its procedures are such that the simulation is 
able to address the running-in problem of rolling contacts. In this section, both a 
single static contact and a repeated static contact were simulated to check the 
contact model, the simulation procedure, and the element sensitivity by comparing 




3.2.1 Single static contact model 
 
The finite element analysis was initiated by simulating a single static contact 
between a two dimensional rigid indenter and an elastic flat surface, using the 
commercial finite element software ABAQUS. A non-deformable cylinder, with a 
cylinder radius, Rcyl, of 4.76 mm, was pressed with a normal force per unit length 
(FN/l) of  27 N/mm against an elastic deforming flat body with a size of 10 x 20 mm 
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in x and z direction as depicted in Fig. 3.1. Both the cylinder and the flat body were 
assumed to show plane strain behaviour. The material of the flat surface is 




Figure 3.1: Single static contact between a cylinder and a flat surface. 
 
   




Figure 3.2: The mesh: (a) mesh type 1: arranged manually and (b) mesh type 2: 




A four nodes element was used in the FE model and a refined mesh was 
applied in and near the contact. For the flat surface, two types of mesh 
arrangements, as seen in Fig. 3.2, were generated to check the mesh sensitivity 
during contact and the error within the results. The first mesh (Fig. 3.2a) was 
generated manually by managing the mesh distribution and controlling the 
element length. The second mesh (Fig. 3.2b) was generated automatically by the 
software, the arrangement of the mesh was managed by ABAQUS whilst the 
limitation was designed by determining the element length and the location of the 




3.2.2 FE contact calculations 
3.2.2.1 Elastic contact on a flat surface 
 
For the proposed static contact model, the results of the FEA of the elastic contact 
situation were validated with the analytical solution of Hertz [6] by comparing the 
maximum contact pressure (p0), the contact half width (b) and the contact pressure 
distribution. A series of simulations, applying the previous 2D contact model, have 
been conducted for determining the accuracy of the numerical results by 
considering the mesh length. The static contact model employed several mesh 
lengths, namely 0.5 Rcyl, 0.1 Rcyl, 0.05 Rcyl, 0.01 Rcyl and 0.005 Rcyl where Rcyl is the 
cylinder radius. The contact pressure and the contact half width were obtained 
from the FEA results when the maximum contact load was applied. A deviation 
above 5 % was found for the mesh lengths of 0.5 Rcyl, 0.1 Rcyl and 0.05 Rcyl while the 
mesh lengths of 0.01 Rcyl, and 0.005 Rcyl show an error below 5%. The results did not 
give a clear distinction for the last two mesh lengths and then, with regard to 
computational time for a FE simulation, the mesh length of 0.01 Rcyl was chosen. 
This mesh length will be utilized in the next finite element simulations for 
validating the arrangement of the mesh. 
 
Table 3.1: Comparison between the analytical and numerical simulation  










bc (mm) 0.0463 0.0469 0.0469 
po (MPa) 382.16 381.77 381.52 
 
After checking the element length, the next FE model validation is 
conducted for two mesh types (type 1 and type 2). The two mesh types as 
explained previously were applied to the flat surface of the FE contact model and a 
static simulation was conducted. Figure 3.3 and Table 3.1 describe the comparison 
between the analytical model with FEA-mesh 1 and FEA-mesh 2 where the mesh 
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length is 0.01 Rcyl. A good agreement was found between the analytical solution 
and the FEA.  
The conclusion reached by the model verification is that the present finite 
element model, mesh generation and simulation procedure is in good agreement 
with the Hertz analytical model for describing elastic contact. The manually 
managed mesh and the automatically generated mesh show no significant 
deviations. The results exhibit that both mesh types can be employed in 
simulations where the mesh length and mesh distribution should be taken into 
proper consideration. A larger mesh size produces a higher error while a too fine 
mesh size increases the computational time dramatically. Both mesh types are used 
in this chapter. Based on the investigation on the static contact and the rolling 
contact the manual mesh arrangement (mesh type 1) is suitable for the contact 
simulation with the flat surface, however, the automatically generated mesh (mesh 
type 2) is found to be more stable for the contact simulation with a rough surface 
(see section 3.5).  
 
 
Figure 3.3: Comparison between analytical and numerical solution  
of the two mesh types on the normalized contact pressure p/p0  
as a function of normalized distance x/bc.  
 
 
3.2.2.2 Elastic-plastic contact 
 
After the validation of FEA for the elastic contact, the finite element contact model 
is also checked on the elastic-plastic contact situation. The critical interference, ωc, 
and the critical contact width bc proposed by [7] for determining the yielding limit 
between the elastic and the elastic-plastic deformation of a line contact was used to 
verify the model. These equations, derived by using the distortion energy yield 
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where C = 1.164 + 2.975υ – 2.906υ2, σY is the yield stress of the material, R’ is the 
equivalent radius of the contacting bodies, E’ is the equivalent elastic modulus and 
υ is the Poisson’s ratio.  
The 2D FE model of a cylinder versus a flat surface, as described in the 
previous section with mesh type 1, was used in this simulation with elastic-plastic 
material behaviour showing strain hardening. This material model is preferred 
over an elastic-perfectly plastic model, as the latter has been found to deviate from 
experimental results, see Bijak-Zachowski and Marek [8]. 
The elastic-plastic material behaviour with strain hardening for the flat 
surface was modelled based on the investigation of Bhowmik [9] on aluminium  
where the mechanical properties i.e. the elastic modulus (E), yield stress (σY), and 
Poisson’s ratio (υ) were 70 GPa, 270 MPa and 0.32, respectively. The cylinder was 
modelled as a rigid body where no deformation occurs during static contact.  
In simulating the contact problem, two methods of input were used. The 
first applies a force to one body and then computes the resulting displacement. The 
second applies a displacement and then computes the resulting contact force. In 
both methods, the displacement, stress and strain in the elastic and elastic-plastic 
deforming body can be determined as well as the contact pressure. The simulations 
performed showed that the convergence of the displacement controlled method 
was much faster and therefore the interference is used in modelling the contact 
load [4, 10-11]. 
The critical interference, ωc, calculated with Eq. (3.1), was applied as input 
into the FEA of a cylinder on a flat surface. The finite element simulation produces 
the contact half width which can be compared with the analytical solution (Eq. 3.2) 
and the equivalent von Mises stress from the FEA can be compared with the yield 
stress in predicting the transition limit of the elastic to elastic-plastic deformation 
situation. 
Table 3.2 shows the comparison between the prediction of the analytical 
model and the numerical simulation of a single static contact. The analytical result 
of the critical interference and contact width in this case are 5.98 x 10-2 mm and 5.99 
x 10-2 mm, respectively. By applying the critical interference of the analytical 
solution, the deviation of the FE calculated contact width and the maximum von 





Table 3.2: Comparison between the analytical model and the numerical  
simulation of the present FE model. 
 
 
The conclusion is that the present finite element model, mesh generation, 
and simulation procedure are in good agreement with the analytical model in 
predicting the critical contact half-width and the maximum von Mises stress. The 
contact model of the rigid cylinder against a flat has been validated for elastic 
deformation and elastic-plastic deformation for a single normal loaded static 
contact. This contact model will be used in simulating the repeated static contact 
and will also be used in simulating the repeated rolling contact in the next section. 
 
 
3.2.2.3 Elastic-plastic contact between two hemispheres 
 
A three-dimensional FE simulation was conducted on the static contact between 
two hemispheres with a variety of radii. Figure 3.4 shows the general static contact 
situation. The purpose of the finite element simulation is observing the phenomena 
of the contact between two hemispheres with a high ratio of radii. This is because 
for rough surfaces, the local contact does not occur between asperities of the same 
size. The understanding of a realistic contact is required for developing a better 
contact model. Jamari [3] argued that the plastic deformation for sets of two 
contacting hemispheres with a different ratio of radii does not follow the 
hypothesis of Johnson and Shercliff [12] that when two contacting asperities have 
the same hardness, the depth of plastic deformation is expected to be the same for 
each body, independent of the geometries used.  
 
 






bc   
numerical 
(mm) 
Yield stress of 
material model 
(MPa) 





5.99x10-2 5.98x10-2 270 262.1 
Difference in 
the results 
0.13 % 2.93 % 
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A number of finite element simulations and experiments (see appendix A) 
were conducted by contacting hemispheres with different ratio of radii. The result 
of the finite element simulations and the experiments are shown in Fig 3.5. It was 
found that the ratio of the amount of plastic deformation of the bodies in contact 
ωp1/ ωp2 decreases as the ratio of the radii of the bodies R1/R2 increases. The body 
with a higher radius shows less plastic deformation than the body with a lower 
radius. Jamari [3] assumed that this is caused by material flow of the contacting 
bodies, where the body that has “free space” to transfer the material (laterally in 
this case) will show more plastic deformation. The results are explained further in 
appendix A. The calculation of the normalized contact pressure as a function of the 
normalized interference based on FEM also shows that by maintaining the normal 
load, an increase of the ratio of radii results in an increase of the contact pressure. 
 
   
                                     (a)                                                             (b) 
Figure 3.5: The comparison of the experimental investigation and finite element 
simulation of two contacting bodies with different ratio of the radii: (a) static 
normal force = 8000 N and (b) static normal force = 11000 N. 
 
 
3.2.3 Repeated static contact on a flat surface 
 
The static contact used previously, i.e. a cylinder against a flat, will now be used 
for investigating the effect of repeated loading on the plastic deformation, contact 
stress and residual stress. In the loading phase, the cylinder is pressed normally for 
a specific interference on a flat surface, followed by the unloading phase where the 
cylinder is pulled back to its original position. The loading-unloading phase is 
repeated for five cycles. The material of the flat surface is assumed to behave 
elastic-plastic with strain hardening based on the Bhowmik [9] investigation, 
whilst the cylinder is assumed to be rigid. In this simulation, mesh type 1 with four 
node elements was used.  
The normalized interference, ω*, is introduced to indicate the “severity of 















































where ω is the applied interference and the ωc is critical interference, calculated by 
Eq. (3.1). The normalized interference basically describes the degree of the elastic-
plastic deformation. Zhao et al. [11] stated that elastic deformation occurred when 
ω* < 1, elastic-plastic deformation takes place when 1 < ω* < 54 and full plastic 
deformation when ω* > 54.   
 A value of ω* = 9 was taken and five repetitions of static contact 
simulations, with the same interference, were performed. The results are depicted 
in Figs. 3.6 and 3.7. The result of the plastic deformation of the flat surface can be 
seen in Fig 3.6 where the normalized plastic deformation of the flat surface (z 
direction) is plotted as a function of the normalized x direction. The half contact 
width, b9, calculated analytically using Eq. (3.2) for ω* = 9, is used to depict the 
non-dimensional deformation. Only the right half of the created indentation is 
shown, as it is symmetrical. It was found that the final contour of the indentation is 
obtained within the first three indentations. Pile-up arises on the edge of the 
contact area due to material flow.  
Figure 3.7a depicts the normalized von Mises contact stress (σc / σY) as a 
function of the normalized depth in z direction (z/b9) while Fig. 3.7b depicts the 
normalized von Mises residual stress (σres / σY) as a function the normalized depth 
in z direction (z/b9). The von Mises contact stress, σc, was calculated during the 
maximum contact loading while the von Mises residual stress, σres, was calculated 
after unloading the contact. The von Mises yield stress criterion, σY, is used to 
normalize the non-dimensional stress. These figures show that the first up until the 
third repeated static contact does not show a remarkable difference for the contact 
stress and residual stress. This fact shows that in elastic-plastic static contact, the 
first contact acts as the dominant factor in surface deformation. The modelling 
phase of the deformation and stress are found after the first contact. Kadin et al. 
[13] also found in their investigation on contact stress of a loaded and unloaded 
contact, in this case a rigid flat versus a deformable hemisphere, that the final 
deformation profile already occurred in the first or second loading cycle.  
Next, a simulation of repeated static contact with the same model is 
conducted, however, using a different method of the input, i.e. the normal force 
input. The applied normal force has been calculated and is equivalent to ω* = 9.  
The simulation investigates the effect of the input on the finite element simulation 
by using the same model and numerical simulation procedure. The results of the 
topographical change, the contact stress and residual stress coincide for all 
repeated contacts from first to third repetition, similar to the behaviour shown in 
Figs. 3.6 and 3.7. The stability of the iteration and the convergence speed were 
better for the interference input so that the simulations on rolling contact are 
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(a)         (b)  
Figure 3.7:  Repeated static contact for ω* = 9: (a) normalized contact stress and  
(b) normalized residual stress. 
 
 
3.3 Running-in of a rigid cylinder rolling on a smooth flat surface 
3.3.1 Contact model and simulation procedures 
 
This section discusses the running-in of the rolling contact of a rigid cylinder over a 
smooth flat surface using the plain strain assumption. A free and frictionless 
rolling contact situation was assumed in this model. The rolling contact was 
repeated three times on the flat surface with a rolling distance of 15 mm.  The 
dimensions and material properties of the cylinder and flat body are the same as 
those used for the repeated static contact and the aluminium behaves as an elastic-
plastic. The cylinder was modelled as a non-deformable roller.  
The simulation steps in the FE analysis, shown in Fig. 3.8, were conducted 
as follows: (a) the normal static contact was applied on the flat surface for 
interference ω; (b) by maintaining the vertical interference, the cylinder rolled 
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incrementally towards the right hand side until the final location on the flat surface 
is reached. The cylinder was then pulled up for unloading; (c) the rolling contact of 
the cylinder over the flat surface was repeated for three cycles in order to observe 






Figure 3.8: The schematic rolling contact simulation of a cylinder against  
a smooth flat. 
 
The investigation of the rolling contact of a cylinder over a flat surface was 
conducted for four different interferences, i.e. at different loads. In order to 
demonstrate the effect of the interference on a rolling contact on the deformation of 
the flat surface, the interferences in this simulation are set larger than the critical 
interference, namely ω* = 1, 3, 6 and 9 respectively, see Table 3.3. The critical 
interference was calculated using Eq. (3.1) for the contact of a cylindrical roller 
against a flat surface.  
 
Table 3.3: The applied interference, ω and the contact half width, b. 
 
ω* ω* = 1 ω* = 3 ω* = 6 ω* = 9 
ω [mm] 0.00198 0.00594 0.01188 0.01782 




3.3.2 Validation of the FE simulation 
 
Before conducting the simulations on running-in of a rolling contact on a flat 
surface, some initial simulations are performed to check the contact model and the 
simulation procedure. First, a comparison was made with the rolling contact model 
of Bhargava et al. [14-15]. The normalized contact pressure, p0/k was used as input 
in the rolling contact simulation, where p0 is the maximum contact pressure, and k 
the yield shear strength of the softer material. Figures 3.9 and 3.10 depict the 
comparison of the present numerical simulation method and the results of 
Bhargava et al. [14]. The overall results agree, the minor differences between the 









Figure 3.9: Comparison of the residual von Mises equivalent stress for p0/k = 5. 




(a)           
                                                        
  
(b) 
Figure 3.10: Comparison of the residual equivalent plastic strain for p0/k = 5. 
 (a) Present model and (b) Bhargava, et al. [14]. 
 
 
3.3.3 Results and discussions 
 
In contrast to Bhargava et al. [14-15], Nelias et al. [16], Kulkarni et al. [17] and 
Bijak-Zachowski and Marek [8] who used the contact pressure (p) as input 
parameter, the present simulation uses the interference, ω, as input to conduct the 
simulation. The critical interference, ωc, is used to normalize the results.  
The results of these simulations are the von Mises contact stress 
distribution, the residual stress distribution and the plastic deformation of the flat 
surface for three overrollings. Figure 3.11a depicts the contact stress during initial 
static contact for ω* = 9. The highest interference is selected to show the stress 
distribution. The contact stress indicates that the deformation has reached the 
elastic-plastic regime, because the maximum von Mises stress arises at the contact 
surface. In the elastic deformation regime the maximum von Mises stress is located 
below the surface. Figure 3.11b describes the von Mises contact stress as the 
cylinder rolls over the flat. The von Mises residual stresses are visible on the left 
side of the contact where the contact has just passed that location. The von Mises 
contact stress and von Mises residual stress distribution as a function of depth will 











Figure 3.11: The contact stress of a rolling contact simulation for ω* = 9: (a) at the 


































(a) ω* = 1 
 
Figure 3.12: The normalized contact stress (left side) and residual stress (right side) 
of the rolling contact simulation versus the normalized distance in z direction: (a) 





































































































(d) ω* = 9 
 
Figure 3.12: The normalized contact stress (left side) and residual stress (right side) 
of the rolling contact simulation versus the normalized distance in z direction: (a) 
for ω* = 1, (b) for ω* = 3, (c) for ω* = 6 and (d) for ω* = 9. 
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The normalized contact stress (σc) and the residual stress (σres) of the rolling 
contact simulation versus normalized distance in z direction are depicted for ω* = 
1, 3, 6 and 9 in Figs. 3.12a-3.12d. The normalized contact stress is depicted at the 
left side whereas the normalized residual stress is depicted on the right side. The 
stress is normalized with the initial yield stress (σY) and the z distance is 
normalized with the contact width for each interference, as listed in Table 3.3. 
Figure 3.13 depicts the plastic deformation of the flat surface, calculated in 
the middle of the rolling track after the load was released, for ω* = 1, 3, 6 and 9. For 
ω* = 1, very low plastic deformation was found and it increases with the increase of 
the interference. For ω* = 3, 6 and 9, the plastic deformation increases significantly 
from the first rolling to the second rolling but after the second rolling the increase 
in plastic deformation reduces. The deformation starts to achieve its steady-state 




Figure 3.13: Plastic deformation of a flat surface in z direction in the middle of the 
rolling track for all interferences for a repeated rolling contact. 
 
 
3.4 Running-in of a rigid cylinder rolling on a rough flat surface 
3.4.1 Contact model and simulation procedure 
 
A rigid cylinder with the same dimensions as in the previous section was rolled 
over an artificial rough surface whilst again assuming plain strain. The cylinder 
was 4.76 mm in diameter (Rc) while the asperity height of the rough surface, Zas, 
was 0.2 mm, the radius of the asperity, Ras, was 0.24 mm and the pitch of the rough 
surface, P was 0.5 mm. Figure 3.14 depicts the details of the contact and the 
dimensions. 
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As in the previous section, the rough surface material was aluminium, 
with the elastic modulus (E), yield stress (σY) and Poisson’s ratio (υ) 70 GPa, 270 
MPa and 0.32 respectively. The rough surface is also considered to behave elastic-
plastic with strain hardening behaviour, see Bhowmik [9]. The cylinder is modelled 
as a rigid body.  
 
 
Figure 3.14: Details of the 2D rough surface contact and parameters. 
 
 
                     (a)                                               (b)                                           (c) 
Figure 3.15: The rolling contact simulation for ω2 = 1.1x 10-4 mm: (a) start, the static 
contact; (b) continued by rolling; and (c) unloading. 
 
Four-nodes-element with the plain strain assumption is applied to model 
the rough surface and a refined mesh was applied at the top of the rough surface. 
The mesh generated is of mesh type 2 as explained in Section 3.2, where an 
automatic mesh was arranged by ABAQUS. For one of the asperities also a 
subsurface mesh refinement was made, in order to be able to analyse the contact 
stresses and residual stresses in more detail. 
The simulation steps, as shown in Fig. 3.15, were conducted as follows: (a) 
static contact between cylinder and rough surface for an interference, ω; (b) by 
maintaining the vertical interference, the cylinder rolled incrementally until it 
reached the end of the track and the cylinder was pulled up for unloading; (c) the 
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rolling contact of the cylinder over the rough surface was repeated three times in 
order to observe the changes in topography and stress distributions during the 
running-in phase. A free and frictionless rolling contact was assumed. 
 
 
3.4.2 Single rolling contact 
 
This section discusses the results of the single rolling contact for ω* = 1, 3, 6 and 9 
with respect to the topographical change of one of the asperities. The contact stress 
and the residual stress are analysed.   
The surface topographical change of an asperity after a single overrolling 
is presented in Fig. 3.16. The normalized asperity deformation in z direction (z/Ras) 
is plotted versus the normalized lateral direction (x/Ras). For ω* = 1, the asperity did 
not change because the applied interference is still at the transition between elastic 
to elastic-plastic deformation. As the interference increases, a truncation of the 
asperity becomes more apparent and material displaces in lateral direction. For ω* 
= 9 a flat area at the summit of the asperity is clearly visible. 
The normalized contact stress, plotted against the normalized distance in z 
direction, is captured in Fig 3.17a. The surface stress is slightly higher than the 
yield stress for ω* = 1 and increases as the interference increases. After reaching the 
highest stress level (sub–surface), the contact stress decreases significantly with 
increasing depth. The same behaviour occurs for the other interferences, ω* = 3, 6 
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Figure 3.16: Topographical change of a single asperity due to rolling contact.  
 
The normalized resultant of the residual stress, based on von Mises, is 
plotted as a function of the normalized distance in z direction in Fig. 3.17b. For all 
applied interferences, the highest residual stress is located at the surface of the 
asperity and the values calculated are lower than the yield stress of the material. 
The increase of the residual stress around z/Ras = ½ is found as the response of the 
 55 
highest contact stress in the asperity when the asperity is in contact with the 
cylinder. The small increase of the residual stress around z/Ras = 1 is caused by the 
effect of the transition of the asperity to the bulk material. A stress concentration is 
found at the root of the asperity due to the geometry of the sharp edge at the 







































                               (a)                                                                        (b) 
Figure 3.17: Results of a single rolling contact between cylinder and rough surface:  
(a) the normalized von Mises contact stress as a function of the normalized depth 
and (b) the normalized residual stress as a function of the normalized depth. 
 
 
3.4.3 Running-in of rolling contact 
 
The previous simulation on a single rolling pass was continued by repeating the 
rolling contact several times. It is found that the modelling of the topographical 
change, contact stress, residual stress and plastic strain of the repeated rolling 
contact was reached after the third overrolling.  
 
 
3.4.3.1 Topographical change  
 
The effects of repeated rolling for different interferences on the asperity 
topographical change are shown in Fig. 3.18a-3.18d. The dashed and solid lines 
show the situation before and after the rolling contact deformation, respectively. 
The deformation was captured after unloading of each rolling cycle. 
The surface topography change of the asperity summits for ω* = 1 do not 
alter by the repeated rolling contact due to its elastic deformation, as shown in Fig. 
3.18a. The change of the asperity due to rolling contact can be observed clearly in 
Figs. 3.18b-3.18d for ω* = 3, 6 and 9. The figures show that the first cycle causes the 
highest deformation and it is followed by only a slight increase in deformation at 
the second cycle. There is almost no difference in the asperity shape after the 
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second cycle, which implies that in this case the steady-state shape is reached. The 
transition of the running-in to the steady-state phase of a rolling contact occurs in 
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(c)  ω* = 6 
 
Figure 3.18: Topographical change of a single asperity for: (a) ω* = 1, (b) ω* = 3,  
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(d)  ω* = 9 
Figure 3.18: Topographical change of a single asperity for: (a) ω* = 1, (b) ω* = 3,  
(c) ω* = 6 and (d) ω* = 9. 
 
Figure 3.19 shows the details of the surface topographical change on the 
asperity summits where ω* = 6 is selected as an example. It depicts the elastic 
recovery and indicates that the deformation takes place in the elastic-plastic 
regime. During the first rolling contact (denoted as Loaded 1), the normalized 
deformation of the asperity reaches a maximum value around -0.05. Elastic spring 
back takes place when the asperity was unloaded (denoted as Unloaded 1) and the 
maximum deformation of the asperity reduced to -0.04. The same behaviour of the 
elastic spring back occurs for Loaded 2 to Unloaded 2 and Loaded 3 to Unloaded 3 
contact situation. The final topographical change of the asperity after repeated 
rolling is clearly visible in Fig. 3.19.  
In their FEA of a rolling cylinder over a deformable flat, Bijak-Zachowski 
and Marek [8] also found that the steady-state deformation was usually attained 
within the first two cycles of repeated rolling contact. The deformation for the next 
overrollings is small. Jamari [3] reported that the flattening of the asperities of a 
rough surface is initially high in the first ten rolling cycles while Taşan et al. [19] 
found that the first rolling contact has the highest deformation, followed by only a 




Figure 3.19: Topographical change of a single asperity for ω* = 6 during rolling 
contact (loaded) and unloaded situation. 
 
 
Figure 3.20: Topographical change of a rough surface of aluminium during 
running-in of a rolling contact, in which n is the number of overrollings. Note the 
material flow [3]. 
 
The flattening of the asperities in the first rolling cycle means that the 
conformity of the contact increases due to plastic deformation. With the increase in 
conformity of the contact, the contact area starts to increase and the contact stress 
becomes more homogeneously distributed. The increasing conformity and contact 
area induce stability of the shape of the asperities. The material of the summit of 
the asperity is displaced laterally in the direction of rolling. The material flow of 
the asperity increases as the applied interference is increased. The space between 
asperities allows the material of the asperity to be displaced freely. The 
displacement of the material was also captured in the experiments of Jamari [3] as 
depicted in Fig. 3.20. The transfer of the material reduces the (residual) stress at the 





















The contact stress and the residual stress of a repeated rolling contact for ω* = 1 
and 9 are depicted in Figs. 3.21-3.24, respectively. Figures 3.21 and 3.23 depict the 
situation when the rigid cylinder is located at the centre of the contacted asperity, 
which is marked with the highlighted equivalent von Mises contact stress 
distribution, while Figures 3.22 and 3.24 show the equivalent residual stress after 
the first and consecutive overrollings. Plastic deformation can be noticed on the 
summit of the asperity. The maximum von Mises stress reaches the surface, as was 
seen by Jackson and Green [10] who modelled an elastic-plastic static contact 
between a hemisphere and a rigid flat.  
The impact of the repeated rolling contact on the distributions of the 
equivalent contact stress and residual stress is depicted in Figs. 3.23-3.24 for ω* = 9. 
During the first rolling contact, it can be seen in Fig. 3.23 that the highest contact 
stress takes place on the right-hand side of the asperity, due to plastic flow of the 
material. The free space on the right side of the asperity allows material flow, 




(a) 1st Rolling 
 
 
(b) 2nd Rolling 
 
 
(c) 3rd Rolling 
 
Figure 3.21: The von Mises contact stress (MPa) for ω* = 1: (a) first; (b) second; and 
(c) third rolling.  
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(c) 3rd Rolling 
 
Figure 3.22: The von Mises residual stress (MPa) for ω* = 1: (a) first; (b) second; and 









(a) 1st Rolling 
 
 
(b) 2nd Rolling 
  
(b) 3rd Rolling 
 
Figure 3.23: The von Mises contact stress (MPa) for ω* = 9: (a) first; (b) second; and 




(a) 1st Rolling 
 
 
(b) 2nd Rolling 
 
 
(c) 3rd Rolling 
 
Figure 3.24: The von Mises residual stress (MPa) for ω* = 9: (a) first; (b) second; and 
(c) third rolling.  
 
The normalized von Mises contact stress (σc) and the residual stress (σres) 
are plotted as a function of the normalized depth of the rough surface for three 
repeated rollings as seen in Figure 3.25a-3.25d.  The stress is normalized with the 
yield stress (σY) and the z distance is normalized with the asperity radius, Ras. In 
Fig. 3.25a for ω* = 1, the behaviour of the contact and residual stress distributions 






















































































































(c) ω* = 6 
 
Figure 3.25: Results of repeated overrollings of a rough surface: the normalized 
von Mises contact stress (left side) as a function of normalized depth in the z 
direction and the normalized residual stress (right side) as a function of 







































(d) ω* = 9 
 
Figure 3.25: Results of repeated overrollings of a rough surface: the normalized 
von Mises contact stress (left side) as a function of normalized depth in the z 
direction and the normalized residual stress (right side) as a function of 
normalized depth in the z direction. 
 
In Fig. 3.25b-3.25d for ω* = 3, 6 and 9, the difference between the first and 
the second rolling contact becomes more apparent for both the contact stress and 
the residual stress. However, the distribution curve of the second and the third 
rolling contact coincides, which implies that the steady-state contact stress and 
residual stress distribution takes place in the first two cycles. Bijak-Zachowski and 
Marek [8], who studied the rolling contact of a flat including friction, also indicated 
that the stabilized residual stress distribution occurred after the first two cycles. 
Kadin, et al. [13] studied the multiple loading-unloading of a spherical contact and 
reported a stability of the stress distribution after the second loading-unloading 
contact. They pointed out that strain hardening mechanism induces this behaviour. 
However, in the case of contact on asperity level, the cause of stabilization of the 
contact and residual stress in the first two cycles is not only affected by strain 
hardening behaviour but also by the flattening of the asperity, i.e. a larger contact 
area. The contact load is homogeneously distributed over the truncated asperity 
and results in a decrease of the contact stress and residual stress.  
Figure 3.25 shows that the residual stress distributions on asperity level of 
the artificial rough surface for all interferences do not exceed the initial yield stress. 
This is different than was observed for a rolling contact on flat surface as shown in 
Fig. 3.12. It can be concluded that a repeated rolling contact on a rough surface 
results in a lower equivalent residual stress than when overrolling a smooth 




3.4.3.3 Plastic Strain 
 
The evolution of the equivalent plastic strain after unloading of the repeated 
rolling contact on a rough surface is depicted in Fig. 3.26 and 3.27 for ω* = 1 and ω* 
= 9, respectively. A small area of plastic strain is found for ω* = 1 where the value 
of the strain does not result in a topographical change. On the other hand, large 
plastic strains are found for ω* = 9, where the direction of the plastic strain is in the 
rolling contact direction. The plastic strain reaches the surface and is able to induce 
detachment of material or initiate cracks [20].  The topographical change of the 
rough surface due to repeated rolling causes flattening of the asperities and hence 
results in a smoother surface.  
 
(a) 1st Rolling 
 
 
(b) 2nd Rolling 
 
 
(c) 3rd Rolling 
Figure 3.26: The equivalent plastic strain of repeated rolling contact after 





(a) 1st Rolling 
 
(b) 2nd Rolling 
 
(c) 3rd Rolling 
   
Figure 3.27: The equivalent plastic strain of repeated rolling contact after 
unloading for ω* = 9: (a) first; (b) second; and (c) third overrolling. 
 
 
3.5 Running-in of a rigid ball rolling on a rough surface  
 
The simulation of the running-in of a rigid ball on a rough flat surface is studied. 
Taşan [18] and Jamari [3] experimentally and analytically investigated the rolling 
contact situation using a hard ball rolling over a deformable rough surface on a 
pin-on-disc tribometer. Taşan [18] reported a change of the micro geometry of the 
disc on asperity level in both lateral and longitudinal direction. The change in 
surface topography, which is caused by plastic deformation, mainly took place in 
the first two cycles, after which the amount of deformation decreased and the 
surface topography started to reach its final form [19].  
Jamari’s experiments [3] confirmed that the initial cycles of the rolling 
contact act as the key factor in changing the surface topography on asperity level. 
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Jamari focused his work on asperity level and compared the surface topographical 
change with an analytical model. Jamari and Schipper [4, 5] developed an ellipsoid 
static contact model to predict elastic, elastic-plastic and fully plastic deformation. 
The model successfully predicted the change of the surface topography and had a 
good agreement with the experimentally obtained results on running-in, in 
particular for the first ten cycles. Based on the experimental and analytical work of 
the aforementioned investigations, the finite element approach is proposed for 
determining the change in the surface topography in order to study the rolling-
sliding contact situation at a later date.  
This section describes an elastic–plastic finite element analysis of rolling 
contacts between a rigid ball and a rough surface. The method in generating the 
rough surface is described further in Appendix B.  
 
 
3.5.1 Contact model and simulation procedures 
 
The schematic illustration of the rolling contact studied is depicted in Fig. 3.28. A 
rigid ball, with R = 5 mm, is rolled over a rough aluminium surface with elastic-
perfectly plastic material behaviour. The mechanical properties of the aluminium 
in the simulations follow the experimental research on repeated static contact of 
Jamari [3] where the elastic modulus (E), yield stress (σY), and Poisson’s ratio (υ) 
are 75.2 GPa, 85.72 MPa and 0.34 respectively. Detail of the mesh for the finite 
element model is depicted in Fig. 3.29. The refined mesh is located along the rolling 
path of contact for increasing the accuracy of the parameters studied.  
 The simulation procedure of the rolling contact is the same as explained in 
Section 3.4.1. In the previous section, however, the rolling contact was modelled as 
a cylinder and a two-dimensional rough surface and the interference was used to 
model the contact load. In this simulation, the rolling contact is modelled as a ball 
and a three-dimensional rough surface and a range of normal forces are used to 
simulate the severity of the contact. The ball is pressed normally on the rough 
surface with 0.05 N, 0.5 N and 5 N followed by rolling along the rolling path while 
maintaining the contact load. The ball is unloaded after reaching the end of the 
track.  
The rolling contact simulation is repeated three times in order to 
investigate the running-in phase. The topographical change of the rough surface, 
the residual stress as well as the equivalent plastic strain are calculated to show the 





Figure 3.28: The schematic illustration of the rolling contact simulation of a rigid 










3.5.2 Topographical change  
 
The topographical change of the rough surface due to plastic deformation is 
discussed in this section. Figures 3.30, 3.31 and 3.32 depict the height of the rough 
surface along the rolling path for FN = 0.05 N, 0.5 N and 5 N, respectively. The 
surface topographical change in these figures is given after each overroling. The 
number of overrolings is indicated as n. The original surface topography is marked 
with a dash line and the deformed surface topography due to rolling are marked 
with a solid line.  
In Fig. 3.30 where a contact load of 0.05 N was applied no significant 
deformation is observed along the rolling path. The final surface topography does 
not alter after the three overrolings. It indicates that the surface deforms elastically.  
In Fig. 3.31 where a contact load of 0.5 N was applied, some plastic deformation 
occurred on the last asperity while on the two previous asperities, no significant 
plastic deformation took place.  
Figure 3.32 shows that plastic deformation is observed for the three high 
asperities. It can be seen that most of the plastic deformation takes place during the 
first overrolling followed by some additional plastic deformation due to the second 
and third overroling. This was also found in the two-dimensional simulation in 
Section 3.4.3.1. The results found imply that the steady-state plastic deformation is 
reached and the transition of the running-in phase to the steady-state phase of the 
rolling contact occurs within two to three cycles.   
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Figure 3.31: Surface topographical change of the rough surface for FN = 0.5 N. 
 
  





The calculated von Mises residual stress distribution is presented in this section to 
analyse the residual stress after the contact is unloaded. In order to have a detailed 
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in the X-Z plane, at the same location of the observed surface topographical 
change. The von Mises residual stresses of the rough surface, for FN = 0.05 N, 0.5 N 
and 5 N, are depicted in Figs. 3.33, 3.34 and 3.35, respectively.  
The von Mises residual stress for a contact load of 0.05 N for the first, 
second and third cycle of rolling contact, as depicted in Fig. 3.33 (a-c), show that 
the residual stress field is getting larger as the number of overrollings increases. 
However, the rolling contact is rather located and contributes only to a small 
residual stress field.  
 
 
(a) 1st Rolling contact 
 
(b) 2nd Rolling contact 
 
(c) 3rd Rolling contact 
 
Figure 3.33: The von Mises residual stress (MPa) of repeated rolling contact after 












(c) 3rd Rolling contact 
 
Figure 3.34: The von Mises residual stress (MPa) of repeated rolling contact after 
unloading for FN = 0.5 N: (a) first; (b) second; and (c) third overrolling. 
 
 The increase of the contact load affects the area of the von Mises residual 
stress on the surface and subsurface and also the number of the interacting 
asperities as depicted in Fig. 3.34 and 3.35 for a contact load of 0.5 N and 5 N, 
respectively. As expected the residual stress field increases as the normal load 












(c) 3rd Rolling contact 
 
Figure 3.35: The von Mises residual stress (MPa) of repeated rolling contact after 
unloading for FN = 5 N: (a) first; (b) second; and (c) third overrolling. 
 
 
3.5.4 Plastic strain 
 
The evolution of the equivalent plastic strain (after unloading of the repeated 
rolling contact) of the rough surface is depicted in Fig. 3.36, 3.37 and 3.38 for FN = 
0.05 N, 0.5 N and 5 N, respectively. The equivalent plastic strain is captured after 
the third cycle. A small area of plastic strain is found for the rough surface for FN = 
0.05 N and 0.5 N where the value of the strain is rather low and hardly changes the 












(c) 3rd Rolling contact 
 
Figure 3.36: The equivalent plastic strain of repeated rolling contact after 



















(c) 3rd Rolling contact 
 
Figure 3.37: The equivalent plastic strain of repeated rolling contact after 





         (a) 1st Rolling contact 
 
 




(c) 3rd Rolling contact 
 
Figure 3.38: The von Mises residual stress of repeated rolling contact after 
unloading for FN = 5 N: (a) first; (b) second; and (c) third overrolling. 
 
 
3.5.5 Validation of the FE simulation 
 
Validation of the FE simulation for running-in of a rigid ball rolling on a 
rough surface is presented by comparing the surface topographical change of 
Jamari’s experiment [3] with the present FE simulation model. Repeated moving 
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contact of a silicon carbide ceramic ball (H = 28 GPa, E = 430 GPa and v = 0.17) 
with a diameter of 6.35 mm on a mild steel rough surface (H = 3.55 GPa, E = 210 
GPa and v = 0.3) was conducted to mimic the pure rolling contact.  
The present FE simulation of frictionless rolling contact of a rigid ball on a 
rough surface, where the schematic illustration is the same as depicted on Fig. 3.28, 
was carried out. The method in generating the mild steel rough surface, as used by 
Jamari [3], is described in Appendix B. The mechanical properties of the mild steel 
model in this simulation follow the experimental research of Jamari [3] and the 
yield stress (σY) is assumed as 1.183 GPa. 
The comparison of the experiment [3] and the present FE model for the 
fifth overrolling is depicted in Fig. 3.39. The FE model has good agreement in 
predicting the surface topographical change due to rolling contact. Jamari [3] 
reported in his experiment that there is no significant change on the surface 
topography due to rolling contact after the fifth cycle and exhibits an equilibrium 
state of the plastic deformation. This implies that the running-in phase is finished 




Figure 3.39: Profile of the mild-steel surface after 5 cycles, Jamari [3]. 
 
 
3.6 Concluding remarks 
 
With the developed FE models running-in of rolling contacts are studied. The 

























rolling contact of a rigid cylinder on a flat smooth surface are in good agreement 
with results reported in the literature. 
 Next, the developed model was applied to a repeated rolling contact on a 
flat rough surface in two cases. First, with the two-dimensional finite element 
model the running-in of an artificial rough surface overrolled by a rigid cylinder is 
simulated. The simulations used the critical interference, ω*, as criterion for 
determining the severity of contact loading. Four values of ω* were used in the 
rolling contact simulations, which resulted in output related to plastic deformation, 
contact stress and residual stress. For ω* = 1, a negligible topographical change of 
the asperities was obtained, as expected, because the contact stress did not exceed 
the yield stress. For ω* = 3, 6 and 9, i.e. an increased contact load, plastic 
deformation of the asperities occurs, as the contact stress exceeds the yield stress 
and a high residual stress remains at the surface.  
Secondly, with the three-dimensional finite element model, the running-in 
of a 3-D rough surface by repeated overroling using a rigid ball is simulated. The 
simulations employed several contact loads, FN, for investigating the severity of the 
deformation. For FN = 0.05 N and 0.5 N the surface deformed mainly elastically and 
resulted a negligible topographical change of the asperities. For FN = 5 N, a 
significance change in surface topography due to repeated overrolling along the 
rolling path is observed. The observation made is that the running-in of rolling 
contacts takes place within the first few cycles.  
A comparison of the FE model and experiment of the running-in of a 
rolling contact is made to validate the FE model. The proposed FE model predicts 
the running-in of a rolling contact over a rough surface rather well. 
 The change of the surface topography due to running-in of the rolling 
contact results in the transformation from a rough surface to a smoother surface: 
the flattening of the high asperities induces a reduction in surface roughness. This 
flattening of asperities is due to plastic deformation and plastic flow (material 
displacement) and causes a higher equivalent residual stress on the surface.  
The main conclusion is that the transition of the running-in phase to the steady-
state phase of a rolling contact is governed by the transition of plastic to elastic 
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Changes to the surface micro-geometry during the running-in phase of a sliding 
contact are usually related to mild wear processes, as described by Archard‟s wear 
concept [1-2], that includes wear particle removal and abrasive wear [3-5]. Some of 
the models assume that plastic deformation in the running-in of sliding contacts is 
insignificant [4]. On a macro scale, the sliding contact between two contacting 
bodies is often referring to an elastic contact situation. The macroscopic wear 
volume, or the change in the standard deviation of the surface roughness, has been 
studied extensively [3-6]. However, the local changes of the surface topography 
during the running-in process did not get much attention. When sliding occurs, it 
is known that the elastic-plastic contact situation on asperity level plays an 
important role in the change of the asperity shape. In this chapter, local plastic 
deformation is taken into account in the sliding contact between surfaces. 
  Most of the research conducted on running-in of sliding contacts is 
essentially experimental, and the change in surface topography and the transition 
from the running-in phase to the steady-state phase is expressed using statistical 
surface roughness parameters. The coefficient of friction and the wear rate of the 
contacting materials are the main parameters to distinguish the running-in and 
steady-state phase [6-11]. This chapter presents a method of analysing the running-
in phase. The finite element method was used to analyse the running-in phase and 
the transition to the steady-state phase.  
This chapter contains four sections, where Section 4.2 explores the model 
for the running-in of a sliding contact between a hemisphere and a flat surface 
using finite element analysis. An experimental investigation is used to compare the 
results obtained with the finite element simulations. Section 4.3 discusses the 
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remarks are given in section 4.4, which consist of the findings of several 
investigations executed on the running-in of sliding contacts. 
 
 
4.2 Running-in of sliding contacts, macroscopic wear 
4.2.1 Simulation procedure 
 
The simulation scheme for predicting wear in a sliding contact, schematically 
depicted in Fig. 4.1, will be compared with the predictive wear models of Podra 
and Anderson [12], Hegadekatte [13] and Hegadekatte et al. [14-15]. Basically, the 
model contains three stages in the simulation procedure: determination of the 
contact pressure, calculation of the wear based on Archard‟s wear equation and 


















- Wear Depth as Boundary Cond.
- Extract Node Coordinates
 
Figure 4.1: Flow chart for predicting wear in sliding contacts. 
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In the first stage, the inputs are the geometry, material model, boundary 
conditions and contact load. The simulation starts with a finite element analysis to 
obtain the contact pressure for each node on the contacting surface. Then, the 
contact pressure is used as input in the second stage for calculating the local wear 
by employing Archard‟s wear equation [16]. Here, the wear depth, hw, of the 
contacting system was determined using the incremental sliding distances as well 
as the wear rate, KD, of the system. Third, the geometry of the contact system was 
updated with the amount of wear, hw, calculated in the previous stage. In this 
stage, the nodes and the boundary conditions are updated. The routine is repeated 




                         
 
(a)                                                (b)                                   (c) 
 
Figure 4.2: (a) Pin-on-disc contact system, (b) the model and its boundary 
conditions, and (c) the finite element mesh and its refined location. 
 
In this section, the FE model of a pin-on-disc contact as schematically 
shown in Fig. 4.2a was simplified to a contact between an axis-symmetric 
hemisphere and a flat (Fig 4.2b). The mesh was refined in regions near the contact 
area of the hemisphere and the flat body, as depicted in Fig 4.2c, to increase the 
accuracy of the calculation. The simulation does not aim to simulate the entire 
sliding process of contact system, but instead treats the problem of sliding wear as 
„quasi-static‟ to save the computational expense. In the simulations, the hardness of 
the material and the wear rate, KD, were assumed to be constant during sliding. 








4.2.2 Comparison of the model with the literature 
 
In order to verify the validity of the present model, several simulations were run to 
be able to compare the wear depth of the present model with those of Podra and 
Andersson [12] and Hegadekatte et al. [15]. 
In this comparison the finite element simulations are done for the pin-on-
disc configuration (Fig. 4.2). A pin radius RP of 0.794 mm was in sliding contact 
with a disc of RD of 4 mm on a wear track RWT of 3 mm. The thickness of the disc, 
tD, was 1 mm and a contact load FN of 200 mN was applied. The material used for 
pin and disc in the present study was ceramic Si3N4 with a modulus of elasticity E 
= 304 GPa, and the Poisson‟s ratio υ = 0.24. A coefficient of friction µ = 0.45 and 
specific wear rate KD = 13.5 x 10-9 mm3/Nm was used. The results are presented in 
Fig. 4.3 together with the calculations of Hegadekatte et al. [15] and Sarkar [17]. 
 
  Figure 4.3: Comparison of the wear depth predicted by the model of Hegadekatte 
et al. [15], Sarkar [17] and present model as a function of the sliding distance.  
  
The calculated contact pressure distributions were compared for the 
present model simulation and of Hegadekatte et al. [14]. Figure 4.4a shows the 
contact pressure distribution of Hegadekatte et al. [14] and Figure 4.4b shows the 
present model contact pressure distribution as a function of the sliding distance. 
Differences in pressure distribution are found; (i) the contact pressure distribution 
of the present model coincides with the contact pressure of Hertz for s = 0 and (ii) 

















Expt (FN = 200 mN) [15]
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as discussed in [18]. When the hemisphere starts to wear and flattening occurs, the 
maximum in the contact pressure moves from the centre to the edge of the contact 
area. There is no pressure increase at the edges in Hegadekatte‟s graphs. From this 




     (a)                                                                 
 
      (b) 
Figure 4.4:  The comparison of the contact pressure between:  
(a) Hegadekatte et al. [14] and (b) present FEM model.  
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Next, the present model is compared with the work of Podra and 
Andersson [12]. They compared a finite element simulation with experimental data 
and found good agreement. Figure 4.5 depicts the wear depth evolution for the 
present results and those of Podra and Andersson [12] as a function of the sliding 
distance. The present simulation is limited to a sliding distance of 80 mm. The wear 
depth is predicted with the proposed FEM model and is in good agreement with 
the FEM model of Podra and Andersson [12] and Hegadekatte model [14-15]. The 
comparison with the Podra and Andersson model [12] concludes that the present 
FEM based prediction of the wear depth for sliding contacts is in good agreement 
with results from the literature.  
 
 
Figure 4.5: Comparison of the wear depth of a pin of Podra and Andersson [12] 
and present model simulation.  
 
 
4.2.3 Present model simulations and experiments 
 
In the results discussed in the previous section, the predicted wear depth of the pin 
does not consider the different phases in the wear process, i.e. running-in and 
steady-state. Pin-on-disc experiments were conducted to determine the running-in 
wear and steady-state wear. Pin-on-disc tests of AISI 52100 versus AISI 52100 were 
carried out with a normal load, FN, of 15 N, sliding velocity, v, of 0.005 m/s and a 
ball radius, RP of 5 mm.  
Using the model, the contact pressure distributions are calculated for the 
















FEM average F = 21 N  [12]
FEM present F = 21 N
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of 2.7 x 10-7 mm3/Nm. The results are presented in Fig. 4.6. Two contact pressures 
are presented, namely the contact pressure at the centre of the pressure 
distribution (pcentre) and the average contact pressure (pav). At the start of the sliding 
contact, where the running-in phase occurs, the pcentre and pa are initially high and 
decrease gradually, until a more or less “steady-state” is reached. It is found that 
the average contact pressure reaches its “steady-state” after approximately 62 m 
sliding.  
The contact pressure distribution at the contact area as a function of the 
sliding distance is depicted in Fig. 4.7. The contact pressure distribution follows the 
Hertz rule at the initial sliding contact then it decreases as the sliding distance 
increases. The increase of contact area due to wear is followed by the pressure 
increase at the edge of the pin. The contact pressure distribution explains the facts 
in Fig. 4.6 where the contact pressure at the centre node is initially higher than the 
average contact pressure, and after the transition between the running-in to steady-
state phase it occurs vice versa.  
 
 
Figure 4.6:  Determining the transition from the running-in phase to the steady-
state phase based on contact pressure obtained by FEA.  
 
Further, in Fig 4.8 the calculated and measured wear depth as a function of 
the sliding distance is plotted. Initially the calculated wear depth, using a constant 
specific wear rate, increases more rapidly than the measured wear depth with 
increasing sliding distance, but ultimately they coincide. The wear depth and wear 
rate, defined as the ratio of wear depth over unit sliding distance, as a function of 
the sliding distance is shown. Figures 4.9 and 4.10 depict the transition of the 
running-in to the “steady-state” phase of the Podra and Andersson [12] and 
Hegadekatte et al. [14] simulations based on the proposed method. The contact 






















can be concluded that the model is able to determine the transition from a running-
in phase to more or less steady-state phase.  
 
 
Figure 4.7:  Contact pressure distribution of the present simulations as a function 
of the sliding distance. 
 
  Figure 4.8: Wear depth as a function of sliding distance. Present model 
simulations versus experimental results, sliding contact of AISI 52100 vs AISI 
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Figure 4.9: Determining the transition of the running-in to steady-state phase,  
Podra and Andersson [12], using the present model and FN = 21 N, Rball = 5 mm,  
E = 210 GPa, υ = 0.3 and KD = 1.33 x 10-10 mm3/Nm.  
 
 
Figure 4.10: Determining the transition of the running-in to steady-state phase, 
Hegadekatte et al. [14], using the present model and FN = 200 mN, Rball = 0.746 mm 









































4.3 Running-in of sliding rough surfaces, microscopic wear 
4.3.1 Running-in of sliding artificial rough surfaces 
4.3.1.1 Simulation procedure 
 
In this section, wear of an artificial rough surface is investigated. The surface is 
represented by an artificial roughness in which the asperities are uniformly 
distributed spherical shaped asperities. The rough pin is in sliding contact with the 
flat smooth surface, as depicted in Fig. 4.11. The mesh is refined near the contact 
area for increasing the simulation accuracy. 
The geometry, material properties and contact load of the pin-on-disc 
contact system is the same as in Section 4.2.2. The previous wear modelling, in 
Section 4.2.2, focused on the macroscopic geometry change of a component that 
wears. This section focuses on the microscopic wear of the asperities on the pin. 
The combination of Archard‟s wear equation and FEA, as proposed in Fig. 4.1, is 
employed to predict the wear of the asperities. Two cases of simulation were 
conducted in this section where the circumferential distance of the asperities and 
initial surface roughness are listed in Table 4.1.  
 
 




Ras = 25 m Ras = 50 m 
Circumferential distance between asperities 9.69 m  13.85 m 




Figure 4.11: (a) Pin-on-disc contact system where a rough pin is in sliding contact 
with a smooth flat disc. (b) The zoom-in view depicts the contact in more detail 
and the mesh refinement in and near the contact area.  
 
 
4.3.1.2 Calculated contact pressure and wear depth 
 
The contact area and contact pressure of the pin surface on asperity level for Ras = 
25 m and Ras = 50 m are shown in Figs. 4.12 and 4.13, respectively. The asperity 
at the centre of the contact is loaded more than the asperities located further away 
from the centre, due to the geometrical setting of the asperities on the curved 
hemispherical pin.  In the case of a conformal contact, the loading of the asperities 







Figure 4.12: (a) Contact area of pin surface on asperity level and (b) pressure 
distribution in cross-sectional view of the rough pin with Ras = 25 μm, the insert 







Figure 4.13: (a) Contact area of pin surface on the asperity level and (b) pressure 
distribution in cross-sectional view of the rough pin for Ras = 50 μm. 
 
The contact pressure distribution of the rough pin on asperity levels for Ras 
= 25 m and Ras = 50 μm are depicted in Fig. 4.14 and 4.15.  From these figures, it 
becomes clear that with sliding distance the real contact area increases. Further, the 
pressure distribution across an asperity changes significantly from an initial 
Hertzian pressure distribution to a pressure distribution showing a pressure rise at 
the edge of each worn asperity. Due to wear of the asperities located at the centre 
of the macroscopic contact, more and more surrounding asperities are involved in 
carrying the load. The number of asperities in contact, for Ras = 25 m, is higher 
due to the higher deformation of the asperities and the smaller circumferential 





   
Figure 4.14: The contact pressure distribution on asperity level as the sliding 
distance increases, Ras = 25 m. 
 
 
Figure 4.15: The contact pressure evolution on asperity level as the sliding distance 
increases, Ras = 50 m. 
 
The computed wear of the asperities is presented in Fig. 4.16. As expected, the 
wear of the asperity at the centre of contact area is higher than the surrounding 
asperities. Due to the symmetric artificial rough surface, wear of the 2nd, 3rd, 4th and 
1 
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5th asperity is the same (see Fig. 4.15). At the start of the sliding process, the wear, 
reduction of the asperity height, is high (running-in phase) and then tends to 
stabilize (steady-state phase).  
The initial surface roughness (Ra), for the two cases of simulation, is nearly 
the same, as depicted in Fig. 4.17 and Table 4.1. The decrease in surface roughness 
(Ra), in the running-in phase of the sliding process, is high and tends to stabilize in 
the steady-state phase due to the conformal shape of the asperities.  
 
 
Figure 4.16: The wear depth of asperities of the rough pin as a function  




Figure 4.17: Surface roughness as a function of sliding distance. 
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The evolution of the average contact pressure of the asperities as a function 
of sliding distance is shown in Fig. 4.18. The decrease of the average contact 
pressure of the asperities is initially high, then tends to stabilize into the “steady-
state” phase. The wear of the asperities, as the sliding distance increases, produces 
a wider contact area and induces conformal contact at the asperities.  
 
 
 Figure 4.18: Average contact pressure as a function of sliding distance. 
 
 
4.3.2 Running-in of sliding real rough surfaces 
4.3.2.1 Simulation procedure 
 
The change in surface topography due to wear in a sliding contact is discussed in 
this section, considering a real rough surface. The rough surface is generated using 
the method as discussed in Appendix B and is superimposed on the pin tip. This 
rough pin is in sliding contact with a flat smooth surface, as depicted in Fig. 4.19.  
The geometry, material properties and contact load of the pin-on-disc 
contact system is the same as described in Section 4.2.2. The previous running-in 
calculations focused on the microscopic change of an artificial rough surface. This 
section focuses on the microscopic wear of the asperities on the pin. The 
combination of Archard‟s wear equation and FEA, as proposed in Fig. 4.1, is 
employed to predict the wear of the asperities and as a result the change in micro-





Figure 4.19: (a) Pin-on-disc contact system in which a rough pin is in sliding 
contact with a smooth flat disc. (b) Zoom-in view of the rough pin. 
 
 
4.3.2.2 Calculated contact pressure and wear depth 
 
The initial contact area (s = 0 mm) of the rough pin in contact with the flat counter 
surface is depicted in Fig. 4.20, showing four asperities, which are marked as 
asperity 1-4. During sliding contact, the contact area and the contact pressure of the 
rough pin change as the sliding distance proceeds.  
Figure 4.21 shows the contact area of the asperities for s = 15 mm. Due to 
the change in micro-geometry, new asperities come into contact, marked as 5th 
asperity, as the sliding distance increases. Wear during sliding contact truncates 
the higher asperities and a larger contact area is found.  
The evolution of the contact pressure for one of the contacting asperities 
during sliding contact is depicted in Figs. 4.22 to 4.25. The contact pressure is 
plotted on a local x coordinate for depicting the contact width of the asperity.  
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The average contact pressure of the asperities as well as the average 
contact pressure of asperity 1 is depicted as a function of sliding distance in Fig. 
4.26. In Fig. 4.27 the decrease in surface roughness (Ra) is given. These figures 
show that a “transition” to the steady-state phase takes place at approximately 3 
mm sliding distance. 
 
 










Figure 4.22: The contact pressure distribution on 1st asperity as  
a function of sliding distance. 
 
 
Figure 4.23: The contact pressure distribution on 2nd asperity as  
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Figure 4.24: The contact pressure distribution on 3rd asperity as  
a function of sliding distance. 
 
 
Figure 4.25: The contact pressure distribution on 4th asperity as  
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4.4 Concluding remarks 
 
In this chapter, finite element simulations have been conducted for sliding 
contacts which cover contact pressure evolution and change in the topography of 
sliding contacts. The results have been verified with results from the literature. 
Good agreement is found. The finite element model combined with Archard‟s 
wear formula is a useful tool to study the running-in of a surface on roughness 
level. Obviously the transition between the running-in phase and the steady-state 
phase for sliding contacts cannot be captured with a single parameter likewise for 
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In the study of rolling–sliding contacts of mechanical components such as roller-
bearings [1], cam and followers [2], gears [3] and micro gears [4], wear is regarded 
as a surface phenomenon that has been identified as a critical factor for controlling 
the lifetime of these components. However, the investigations on wear of rolling-
sliding contacts were mostly conducted when operating in the steady-state phase 
without considering the running-in phase. During running-in, the friction and 
wear between two contacting bodies may vary considerably over time.  
 In the investigations conducted in the past decades in developing running-
in models and performing running-in experiments, attention was paid to observing 
changes in the coefficient of friction [5-7] and the surface topography [8-10] during 
running-in. However, there are other parameters whose contribution cannot be 
neglected for a successful running-in phase. Hsu et al. [11] observed that besides 
surface roughness, contact pressure and interface layer, the establishment of an 
effective lubricating film is also adjusted in the transient period of running-in to 
the steady-state condition. These parameter adjustments induce surface 
conformity, oxide film formation, material transfer, lubricant reaction products, 
martensitic phase transformations and subsurface microstructure reorientation. 
 Recently, Argatov and Fadin [12] indicated that based on mathematical 
modelling, using the theory of elasticity in conjunction with Archard’s law of wear, 
the contact pressure is very important in determining the end of the running-in 
phase and the start of the steady-state phase. The rolling-sliding contact is 
simulated using the finite element method to analyse wear, change in surface 
topography and contact pressure as a function of sliding distance/time.  
The content of this chapter on running-in of rolling-sliding contacts is 
divided into six sections. Section 5.2 deals with the rolling-sliding contact models 
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proposed in the literature and the validation of the present finite element based 
model. Then, the running-in of an artificial rolling-sliding contact is discussed 
based on the contact pressure evolution as a function of the number of 
overrollings/cycles in Section 5.3. The running-in of a real rough rolling-sliding 
contact is simulated and validated with experimental results in section 5.4. In 
section 5.5 the running-in of lubricated rolling-sliding contacts is presented. 
Finally, concluding remarks are given in Section 5.6 on the running-in of rolling-
sliding contacts on macro-scale and micro-scale. 
 
 
5.2 Modelling wear in rolling-sliding contacts: a comparison 
 
In this section, macroscopic wear and contact pressure development in rolling-
sliding contacts is presented based on the finite element simulation model and 
these are compared with the aforementioned models [13-14] in chapter 2. 
 
 
5.2.1 Analytical model  
 
Hegadekatte et al. [13] introduced the Global Increment Wear model (GIWM) for 








where KD= K/H is the specific wear rate, p is the contact pressure and Δs is the 
interval of the sliding distance, hw is the current wear depth. The equation for 
calculating the wear in rolling-sliding contacts proposed by Andersson [15], who 
took the slip between two rollers into account and modified the GIWM equation, 
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   (5.2) 
 
where Δt refers to a given time increment, R is the radius of the disc where wear 
takes place, a is the contact width and V indicates the rolling velocity where the 
subscript 1 and 2 denotes surface 1 and surface 2. Subscribe i denotes the number 
of rolling-sliding rotations. The model of Andersson [16], which has been validated 
with experiments, is modified and combined with GIWM in the present rolling-
sliding model.  
With the present model for rolling-sliding contacts, using the simulation 
parameters and data of Hegadekatte et al. [13], several simulations were performed 
to study the effect of load, slip and rolling velocity on wear and contact pressure. 
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5.2.1.1 Validation with Hegadekatte et al. [13] 
 
The simulation is performed based on parameters of Hegadekatte et al. [13] as 
listed in Table 5.1. The simulation procedure has been discussed in subsection 
2.5.3.   
 
Table 5.1: Parameters used in the simulation of the present model based on 
Hegadekatte et al. [13]. 
 
Radius of ball (1) R ball = 4 mm 
Radius of lower rigid cylinder (2) R cyl = 4 mm 
Normal load FN = 300 N 
Young's modulus E1 = E2 = 152 GPa 
Poission's ratio υ1 = υ2 = 0.32 
Velocity of upper ball V1 = 800 mm/s 
Velocity of lower cylinder V2 = 880 mm/s 
Friction coefficient µ = 0.6 































Figure 5.1: Comparison of the wear depth of ball as a function of number of 
rotations of the present FEM GIWM and Hegadekatte [13].  
 
The comparison of the calculated wear depth of the present FEM GIWM 
model and the results of Hegadekatte et al. [13] are shown in Fig. 5.1. It shows that 
the present FEM GIWM model predicts wear rather well.  
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5.2.1.2 The effect of slip, load, and rolling velocity 
 
Simulations were performed by varying the slip, contact load and rolling velocity. 
The effect of the parameters on the wear depth of the ball and the contact pressure 
are discussed.   
The contact load was set at 150 N, 300 N and 450 N respectively. The 
contact load is the parameter which is varied in the simulations, whereas the others 
remained constant, as listed in Table 5.1. The effect of contact load on the wear 
depth and contact pressure is depicted in Fig. 5.2 and Fig. 5.3. A decrease of the 
contact pressure is shown in Fig. 5.3. The “steady-state” value of the contact 
pressure, according to Argatov and Fadin [12], is found after 500 rotations for the 





Figure 5.2: The effect of load on the wear depth as a function of number of 
rotations. The operational conditions are given in Table 5.1,  





Figure 5.3: The effect of load on the contact pressure as a function of number of 
rotations. The operational conditions are given in Table 5.1,  




Figure 5.4: The effect of slip on the wear depth as a function of number of 
rotations. The operational conditions are given in Table 5.1,  






Figure 5.5: The effect of slip on the contact pressure as a function of number of 
rotations. The operational conditions are given in Table 5.1,  




Figure 5.6: The effect of rolling velocity on the wear depth as a function of number 
of rotations. The operational conditions are given in Table 5.1,  






Figure 5.7: The effect of rolling velocity on the contact pressure as a function of 
number of rotations. The operational conditions are given in Table 5.1,  
FN = 300 N and slip = 10 %. 
 
The effect of slip on the wear depth and the contact pressure was 
simulated for slip values of 4%, 7% and 10 %. The slip was varied by changing the 
velocity of the lower surface whilst the upper surface, as well as the other 
parameters in Table 5.1, were kept constant. The effect of the slip on the wear 
depth and average contact pressure can be seen in Fig. 5.4 and Fig. 5.5, 
respectively. The results show that the wear increases with increasing slip, which is 
due to an increase in sliding distance per rotation. The decrease in the “steady-
state” contact pressure with increasing slip, as shown in Fig. 5.5, is a consequence 
due to an increase in wear.  
The effect of the rolling velocity on wear depth and contact pressure is 
depicted in Fig. 5.6 and Fig. 5.7. The rolling velocity is the only parameter which 
varied in these simulations whereas the other parameters remained unchanged, as 
listed in Table 5.1. The rolling velocity of the ball is 400 mm/s, 600 mm/s and 800 
mm/s, respectively and the applied slip is set at 10%. 
 When the rolling velocity increases, the wear depth is found to be higher 
and the contact pressure is lower. The same occurrence with the slip was noticed. 







5.2.2 Finite element simulation 
 
The discussion in Chapter 4 showed that the finite element analysis was suitable in 
predicting the wear in sliding contacts. The proposal is to calculate the wear using 
FEA using ABAQUS for a sliding contact, using the modified GIWM equation Eq. 
(5.2), to predict the wear for the rolling-sliding contact situation. Two simulations 
were performed to compare the previous model of the GIWM model [13], FEM 
model [13] and BEM model [14].  
 
 
5.2.2.1 Comparison of GIWM and FEM [13] 
 
Hegadekatte et al. [13] developed three methods in predicting wear in rolling-
sliding contacts, namely the analytical GIWM model, the FEM model 
UMESHMOTION and the Wear-Processor. Both UMESHMOTION and Wear-
Processor simulations made use of ABAQUS with the computational code 
modification as discussed in Chapter 2. In order to validate the present wear 
calculation using finite element simulation in rolling-sliding contacts, a comparison 
of the present result and GIWM, UMESHMOTION and Wear-Processor is 
presented in this subsection. 
Figure 2.9 depicts schematically the contact of the two-disc machine of 
Hegadekatte et al. [13]. This contact situation was used in predicting the wear 
depth using GIWM, UMESHMOTION and Wear-Processor. In the present 
simulation, the contact situation, as shown in Fig. 5.8, consists of a ball in rolling-
sliding contact with a cylinder.  
 
   
       (a)              (b) 












The simplification of the contact model, as depicted in Fig. 5.9, was used to 
reduce the computational time during simulation. The cylinder was modelled as 
rigid and the upper ball was modelled as an elastic-plastic deformable material. 
The value for the dimensions and parameters in the present simulation is listed in 
Table 5.1, as used in the previous section.  
 
 
Figure 5.9: Simplification of the contact model of Fig. 5.8. 
 
The finite element simulation scheme is shown in Fig. 5.10. The Archard 
wear equation was modified for the rolling-sliding contact. For every rotation of 
















where r is the radius of the ball and Ø is the angle of rotation. The calculation of the 
wear depth using Eq. (5.3) will hold for all the nodes lying along the same 
circumference (streamline). For a given time increment Δtj, the wear depth of the 
observed roller with a radius, R, can then be written as shown in Eq. (5.4). The 
iteration is repeated until the sliding distance reaches the value set and the number 
































- Operational Condition: 











- Wear Depth as Boundary Cond.
- Extract Node Coordinates
 
 
Figure 5.10: The scheme for the finite element simulation. 
 
The result of the contact pressure in the X-Y plane (Fig. 5.9) of the 
simulation is shown in Fig. 5.11. The red colour indicates the highest contact 
pressure, located at the centre of the contact area. The local contact pressure along 
the contact was put into the modified Archard wear equation to calculate the local 
wear depth. The geometry was updated for the next iteration step. The iteration 




       (a)                                                                        
 
  (b) 
 
(c) 
Figure 5.11: Contact pressure (MPa) as a function of number of overrollings: (a) n = 
0, (b) n = 500 and (c) n = 1000. The parameters used in  
the simulations are given in Table 5.1. 
 
The contact area becomes wider and hardly changes in sliding direction. 
The increase in contact area results in a decrease of the contact pressure. The plot 
of the wear depth as a function of number of rotations is depicted in Fig. 5.12 
where the present simulation, Wear-Processor, UMESHMOTION and GIWM are 
compared. The present result has a very good correlation with the 
UMESHMOTION model and a good agreement is found with the Wear-Processor 























rolling-sliding is given in Fig. 5.13, where the comparison with the Wear-Processor 
is shown.  
 
 
Figure 5.12: Comparison of the wear depth as a function of number of rotations 
between the present FEM model and Hegadekatte et al. [13]: Wear-Processor, 




Figure 5.13: The calculated average contact pressure as a function of the number of 
rotations, FEM model results compared with the Wear-Processor results of 
Hegadekatte et al. [13]. 
 
 
5.2.2.2 Comparison with BEM 
 
In this section, the present finite element model is compared with the boundary 
element method as proposed by Rodríguez-Tembleque et al. [14] in calculating the 
wear depth of a rolling-sliding contact. The rolling-sliding contact simulated is 
schematically given in Fig. 5.14 and the values for the parameters used are listed in 
Table 5.2 [14]. 
The present simulation of the rolling-sliding contact is conducted using 
ABAQUS. The contact and simulation procedure is the same as described in the 
previous section, see Fig. 5.9 and Fig. 5.10. The results with respect to contact area 
and contact pressure are depicted in Fig. 5.15 and show the same trend as found in 
the previous section. The large increase in contact length is due to a much larger 
radius of the ellipsoid perpendicular to the sliding direction, as is the case for the 





(a)                                                 (b)                                       (c) 
 
Figure 5.14: Contact situation used in the FEM simulations. (a) isometric view  
(b) Y-Z plane and (c) X-Y plane 
 
 
Table 5.2:The parameters for the BEM simulation,  
after Rodríguez-Tembleque et al. [14]. 
 
Radii of upper ellipsoid Ra = 32.5 mm and Rb = 125 mm 
Radius of lower cylinder R cyl = 32.3 mm 
Normal load FN = 300 N 
Speed of ellipsoid n1 = 300 rev/min 
Young's modulus E1  = E2 = 208 GPa 
Poisson's ratio υ1 = υ2 = 0.3 
Frictional coefficient μ = 0.6 
Wear rate KD = 2 x 10-6 mm3/Nm 
Slip  0.5% 
 
The wear depth curves obtained by using BEM [14] and the present 
simulation are plotted in Fig. 5.16.  Good agreement is found for the two models in 

















Figure 5.15: The evolution of the contact size and contact pressure (MPa) during 
rolling-sliding after: (a) start, (b) 3,000 revolutions, (c) 6,000 revolutions and (d) 































Figure 5.16: Wear depth of the ellipsoid versus number of rotations during rolling-
sliding contact for: BEM model [14] and the present FEM model. 
 
 
5.3 Running-in of artificial rough rolling-sliding contact 
5.3.1 Simulation procedure 
 
In the previous section, the focus was on macroscopically wearing components. In 
this section, finite element simulations are done for the two-disc configuration with 
an artificial rough surface of the upper sphere and a smooth lower cylinder. An 
arrangement of asperities covers the upper disc surface as depicted in Fig. 5.17. The 
mesh is refined near the local contact area for increasing simulation accuracy. The 
operational conditions of the two-disc system is the same as used in Table 5.1, 
where the rolling-sliding contact was discussed for the wear that takes place on 
macro-scale. In this section, a contact load FN of 100 N and radius of artificial 
asperity, Ras, 50 µm is used in the simulation. The circumferential distance between 
asperities centre is 120 µm (1.7º). 
The simulation stages adopted are as explained in Fig. 5.10. The model 
contains three stages in the simulation procedure: determination of the contact 
pressure, calculation of the wear based on Archard’s wear equation and updating 




        
 
Figure 5.17: Two-disc contact where an artificial rough surface is modelled on the 
upper disc surface. The zoom-in view depicts the contact between the rough 
surface and the smooth lower surface and the mesh refinement near the contact 
area. The axis-symmetrical line is denoted as A-A’. 
 
 
5.3.2 Contact pressure and wear depth of rough surface 
 
The initial contact between the rough sphere and the smooth cylinder when 
loading the system initially occurs on asperities on the axis-symmetrical line of the 
disc (line A-A’). Then, as the contact load increases and reaches, in this case, 100 N, 
other asperities in perpendicular direction of line A-A’ come in contact, marked 
with number  4 and 5 as illustrated in Fig. 5.18 and Fig. 5.19. It shows that the 
nominal contact area becomes larger and the number of contacting asperities 




Figure 5.18: Contact area between the rough disc and smooth disc. The contact 
















     
Figure 5.19: Cross-sectional view of the twin disc system on A-A’.  
 
The evolution of the average contact pressure of the asperities with 
increasing number of rotations is shown in Fig. 5.20. Average contact pressures of 
asperity 1, 2 and 3, located along A-A’ line, are assumed to have similar value. 
There is a moment when asperity 2 and asperity 3 have a similar position to 
asperity 1 in Fig. 5.19.  
Asperity 4 and asperity 5 have the same distance to line A-A’ and are 
assumed to have similar average contact pressure. Initially the contact pressures of 
asperity 1, 2 and 3 are higher than asperity 4 and 5. As the number of rotations 
increases, the contact pressures of asperity 1, 2 and 3 decrease and are finally lower 
than the average contact pressure in asperity 4 and 5. Then, the contact pressures 
of the asperities are stabilized after 1600 rotations. The contact pressure reaches a 
stabilized value, which indicates the end of the running-in phase and the 
beginning of the steady-state phase.  
The local wear depth of the rough surface, hw, is calculated by considering 
the contacting asperity. The asperity contact pressures distribution is put in the 
Archard wear equation to calculate the local wear depth. Figure 5.21 depicts the 
wear depth of the asperity 1-5 as a function of the number of rotations of the lower 
disc. The highest wear depth is found for asperity 1, 2 and 3, where initially the 
highest contact pressure was located. The wear depth of asperity 4 and 5 is the 
same because these asperities have the same contact pressure evolution.  
  
Asperity 1 Asperity 2 Asperity 3 
Lower Disc: Cylinder  







Figure 5.20: Calculated contact pressure evolution of asperity 1-5 as a function of 
the number of rotations. 
 
 
Figure 5.21: The wear depth evolution of asperity 1-5 as the sliding distance 
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5.4 Running-in of real rough rolling-sliding contact 
5.4.1 Experiment 
 
In his experiment of running-in of repeated rolling contacts, Jamari [16] reported 
the presence of slip in his experiments and found that the surface topographical 
change of the rough surface is the result of plastic deformation and mild wear. FE 
simulation of the present model for running-in of rolling-sliding contact is 
conducted with respect to Jamari’s experiment [16].  
A silicon carbide ceramic ball (H = 28 GPa, E = 430 GPa, σY = 1.18 GPa and 
υ = 0.17) with a diameter of 6.35 mm was in contact with a mild steel flat rough 
surface (H = 3.55 GPa, E = 210 GPa and v = 0.3) in a ball-on-disc experimental set-
up. With maintaining the contact load (FN = 2.5 N), the disc is rotated. The sum 
velocity of the experiment is about 7 mm/s, with an average slip of 2.98% and the 
system is unlubricated. After each rotation of the disc, the disc is stopped and then 
the surface roughness is measured. The change of the topographical surface of the 
mild steel is reported. 
 
 
5.4.2 Validation of FE simulation 
 
The method for generating the mild steel rough surface, as used by Jamari [16], is 
described in Appendix C. The comparison between the experiment [16] and the 
present FE model for n = 10 and n = 40 cycles is depicted in Fig. 5.22.  
 The result shows that the finite element simulation is in reasonably good 
agreement with the experimental result in predicting the surface topographical 
change of the mild steel surface. Difficulties in matching and stitching of the initial 
and deformed surface for the finite element surface model and the experimental 
surface are found in this case. As a result, the initial geometry of the finite element 





Figure 5.22: Validation of FE simulation of the present model with Jamari’s 
experiment [16] for running-in of rolling-sliding contact  
(profile is perpendicular to the rolling direction). 
 
 
5.5 Running-in of lubricated rolling-sliding contacts 
 
In the previous section the effect of wear on the contact pressure during the 
running-in phase is shown; however, hydrodynamic effects, i.e. lubrication, were 
neglected in the previous discussion.  
Wang and his co-workers [17-19] used the partial elasto-hydrodynamic 
lubrication (PEHL) model in determining the lubrication film between the 
contacting surfaces during the running-in phase of rolling-sliding contacts. In that 
model a statistical parameter of the rough surface is used, represented by the 
arithmetic average of the surface roughness, Ra. The development of the Ra in the 
transient running-in regime was reported, in which some parameters in rolling-
sliding contact were varied. 
 Akbarzadeh and Khonsari [20] started their work in predicting running-in 
by using the elasto-hydrodynamic lubrication model. The load-sharing concept, i.e. 
the lubrication model, was combined with the asperity deformation model. The 
developed lubrication model for the mixed-lubrication regime is combined with 




















Experiment n = 10
Experiment n = 40
FEM present n = 10
FEM present n = 40
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Continuing their research, the effects of the initial surface roughness, 
surface topography, rolling-sliding velocity and contact load, during the running-
in phase of a rolling-sliding contact, were reported in a recent paper [22]. An 
experimental set-up was employed to check their load-sharing model in the 
running-in phase by varying the hardness of the material and the slide-to-roll ratio. 
They observed a change in surface roughness, wear depth, coefficient of friction 
and surface temperature when the input parameters were varied. In this section, 
numerical simulations in determining the running-in phase of lubricated rolling-
sliding contacts on asperity level are conducted by following the work of 
Akbarzadeh and Khosari [20].  
 
 
5.5.1 Computational model and procedures  
 
In this research, the rolling-sliding contact consists of two cylindrical rollers. The 
dimensions of the rollers, the operating conditions, and the lubricant properties are 
taken from Wang et al. [19] and listed in Table 5.3.  
 
Table 5.3: The operating conditions for running-in of a lubricated rolling-sliding 
contact simulation based on the experiments of Wang et al. [19]. 
 
Dimensions and Operating Condition Case 1 Case 2 
Radius of larger roller 43 mm 43 mm 
Radius of smaller roller 17 mm 17 mm 
Velocity of larger roller 0.8 m/s 0.7 m/s 
Velocity of smaller roller 1.2 m/s 1.3 m/s 
Applied force 40 N 40 N 
Lubricant viscosity 0.0283 Pa.s 0.0283 Pa.s 
Pressure-viscosity index (Roelands) 0.6 0.6 
Average roughness of larger roller 0.58 µm 1.27 µm 
Average roughness of smaller roller 0.1 µm 0.1 µm 
Hertzian pressure 0.22 GPa 0.22 GPa 
Modulus of elasticity of each roller 230 GPa 230 GPa 
Poisson’s ratio of each roller 0.3 0.3 
Dry wear coefficient 0.0003 0.0003 
Asperity-asperity friction coefficient 0.12 0.12 
 
Akbarzadeh and Khonsari [20] checked the load-sharing concept by 
comparing their results with the work of Wang et al. [19]. Two cases of simulations 
are prepared, where the distinction between these simulations lies in the initial 
surface roughness and rolling velocity of the two contacting bodies.  
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The simulation procedure is given in the flow chart of Fig. 5.26. The 
equations used in the flow chart were reviewed briefly in Section 2.5.5. The change 
of the surface roughness, Ra, was calculated after the wear volume calculation.  
  
Input Data
Assume the initial  
scaling factor (γ1,γ2)
The scaling factor of the load 
carried by asperities
The scaling factor of the load 
carried by lubrication 
Contact load in lubrication 
film
Contact load in 
asperities
F Lubrication = 











Figure 5.23: Flow chart on wear prediction during running-in of lubricated rolling-
sliding contacts. 
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5.5.2 Results and discussions 
 
The results are plotted in graphs as a function of time and compared with the 
results of Akbarzadeh and Khonsari [17] as seen in Fig. 5.24-5.25. 
 
 
Figure 5.24: Comparison of the percentage of the load carried by asperities and 
lubricant film in time during running-in of rolling-sliding contacts. The operating 
conditions for case 1 and 2 are given in Table 5.3. 
 
Figure 5.24 depicts the comparison of the percentage of the load carried by 
asperities and lubricant film in time during running-in of a rolling-sliding contact. 
Initially, the load carried by asperities in the first case is smaller than for the second 
case due to the initial smoother surface. At the start of the first case, the asperities 
carry around 10% of the load and the lubricant film carries around 90 % of the 
load, whereas in the second case the asperities carry around 20% of the load and 
the lubricant film carries around 80% of the load. 
As the time of the rolling-sliding contact increases, the asperities are 
truncated due to normal deformation and wear, the surface becomes smoother and 
the lubrication performance increases. As a result, the load carried by the asperities 
decreases as the load carried by the lubricant increases. The smoothing of the 
surface can be seen in Fig. 5.25 where a lower surface roughness (Ra) for the first 





Figure 5.25: Evolution of the surface roughness (Ra) as a function of time for the 
experimental cases 1 and 2 of Table 5.3. 
 
 
5.6 Concluding remarks 
 
This chapter described the running-in of rolling-sliding contacts on macroscopic 
and microscopic level.  
1) On macro-scale, the geometrical change of the contacting components due 
to wear is predicted using the present FEM model, combined with the 
Archard wear equation, and has been compared with results from the 
literature, with which they agree very well. With the models, the effect of 
contact load, slip, and rolling velocity on the running-in of rolling-sliding 
contacts was shown. 
2) On micro-scale, the present FEM based wear model is used to perform 
simulations in which an artificial rough hemisphere is in rolling-sliding 
contact with a smooth cylinder.  Next, the running-in of real rough 
surfaces was simulated using a measured surface, and the results show 
reasonably good agreement between the FEM prediction and the 
experiment results.  
Further, the change of a rough surface, represented by an arithmetic 
average surface roughness, Ra, is predicted for lubricated rolling-sliding 
contacts using the load-sharing concept. The results obtained are in good 
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The transition between the running-in phase to the steady-state phase of a rolling-
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This chapter summarises the main conclusions of the results obtained in this 
research on running-in of rolling, sliding and rolling-sliding contacts. After a 
discussion on several topics, which can be researched with the developed running-




Chapter 2: Literature 
 Modelling running-in wear is done analytically and numerically. The 
parameters studied mainly focus on material loss and wear depth, change 
in surface roughness and the coefficient of friction. The transition of the 
running-in phase to the steady-state phase is determined using these 
parameters.  
 Regarding the running-in of rolling contacts, it is shown that plastic 
deformation in normal direction is the main cause of the topographical 
changes of a rough surface.  
 For sliding contacts, existing models on running-in are based on the well-
known Archard’s wear equation, where the contact pressure is calculated 
by using elastic-plastic contact models.  
 Running-in of rolling-sliding contacts is governed by a combination of the 
effects in rolling and in sliding contacts.  
 Existing models that predict the change of the surface topography and 
wear during the running-in phase are most frequently based on a 









Chapter 3: Running-in of Rolling Contacts  
 A study regarding the topographical change due to running-in of rolling 
contacts was presented in this chapter by applying the finite element (FE) 
method to rolling contacts on rough surfaces. Comparison of the 
simulations and the experimental results did show good agreement.  
 The equivalent contact stress distribution and the equivalent residual 
stress due to elastic-plastic deformation during repeated overrolling 
demonstrate a transition to steady-state behaviour. In the case of a rolling 
contact, ignoring slip and friction, it is shown that the surface 
topographical change during running-in is mainly caused by plastic 
deformation in normal direction. The transition from the running-in phase 
to the steady-state phase is governed by the change of plastic to elastic 
deformation behaviour on roughness level. 
 
Chapter 4: Running-in of Sliding Contacts 
 In the model for running-in of sliding contacts, the change in surface 
topography is addressed as regards wear and is predicted by using 
Archard’s wear law.   
 Running-in FE simulations for predicting macroscopic wear of contacting 
components show that the evolution of the contact pressure appears to be 
a parameter that indicates the transition between the running-in and 
steady-state phase.    
 The FE model showed its capability to predict the microscopic wear for 
sliding contact with an artificial rough surface as well as of a real rough 
surface. 
 
Chapter 5: Running-in of Rolling-sliding Contacts  
 The finite element simulation has been compared with existing wear 
models and experiments; good agreement is found. 
 Microscopic wear has been calculated with the FE model and compared 
with experiments and reasonably good agreement is found. 
 The FE model showed its capability to predict the microscopic wear of an 




6.2 Discussions and direction for further research 
6.2.1 Abrasion  
 
With the developed model, which is a combination of the finite element analysis 
and Archard’s wear equation, one is able to study the change in surface 
topography. In many applications the abrasive wear mechanism takes place. The 
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running-in of systems in which abrasion takes place, besides the mild corrosive 
wear, may differ significantly. 
Based on a theoretical investigation of slip-lines by Challen and Oxley [1], 
Kato and co-workers developed a wear mode map distinguishing three wear 











                   
 
 
Figure 6.1: The wear mode diagram, after de Rooij [3]. 
Abrasive wear, three mechanisms observed using a scanning electron microscope: 
(a) Cutting, (b) Ploughing and (c) Wedge formation. 
 
De Rooij [3] uses the attack angle of the sliding asperity, θ, and the dimensionless 
shear strength, fHK to visualize the wear regimes. The dimensionless shear strength, 
fHK was calculated as: fHK = τ/k where k is the shear strength of the softest contact 





The regime of interest is the ploughing regime because in the other 
regimes the wear is high and not of interest for mechanical systems, unless one is 
interested in machining. In order to study the effect of ploughing on the change of 
surface topography, an initial finite element simulation has been conducted in 
which a rigid indenter slides over a deformable flat surface. Figure 6.2 depicts a 
sliding rigid indenter (R = 2.5 mm) over a flat surface, made of AA 7475 (E = 71.7 
GPa, v = 0.33, σY = 460 MPa) for a certain distance.  The deformed surface and the 
residual von Mises stress are depicted in Fig. 6.3. Combining this type of 
calculation on micro level with the rolling-sliding contact calculation presented in 




Figure 6.2: Contact model of a hemisphere on a flat surface in finite element 




Figure 6.3: Stress distribution (stresses given in MPA) in finite element simulation 
of ploughing wear during sliding contact. 
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6.2.2 Specific wear rate 
 
In this thesis the local wear is calculated using Archard’s wear equation, in which 
the wear rate is taken from experiments and is constant. Recently, Bosman [5] 
conducted research in which the wear rate in the mild corrosive wear regime is 
predicted on the basis of the operational conditions normal load, F, and sliding 
velocity, v,, see Fig. 6.4.  If the present FE model is combined with such a model, 
the wear rate can be adopted to local conditions. 
 
 
Figure 6.4: Transition diagram mild to severe wear. Iso-lines in the mild wear 
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The investigation of the plastic deformation of the static contact between 
hemispheres with different radii was conducted experimentally and numerically 
using finite element simulations.  
 
A.1 Experimental investigation 
 
The experiments were conducted using a universal tensile tester, as shown in Fig. 





















Measurement of Plastic Deformation of 
Static Contact between Hemispheres 






The hemisphere specimens were made from brass with mechanical 
properties H = 0.31 GPa, E = 96 GPa, and ν = 0.3 respectively. The radius of the 
hemisphere was varied as follows: 17.5, 8.75, 5.84, 4.38, 3.5, 2.92 and 2.5 mm. The 
hemisphere specimens and the couples formed are depicted in Figs. A2 and A3.  
After the experiments, the plastic deformation of a hemisphere specimen 
was measured using a micrometre. The measurement process can be seen in Fig. 
A4. Then the plastic deformation of each hemisphere was recorded and presented 





























Figure A3: Hemispherical specimen couples. 
  
1:1 2:1 3:1 4:1 


















Figure A4: Measuring the plastic deformation using a micrometre. 
 
 
A.2 Numerical investigation 
 
The numerical investigation employs finite element software, ABAQUS, where the 








Figure A5: (a) contact model and (b) the refined mesh of the hemisphere. 
  
The dimensions, the ratio of the radii, the contact load and the mechanical 
properties used are given in the previous section. Single static contact was applied 
on the couples and the contact load is positioned on the upper hemisphere. An FE 
a) b) 
 144 
simulation is depicted in Fig. A6. The plastic deformation was determined as 
shown in Fig. A7. The results of the plastic deformation are presented in Fig. 3.5 (a) 
and (b). 
 
Figure A6: The results of the finite element analysis of static contact, stress values 










a)                                                           b) 
Figure A7: The measurement of the plastic deformation for the upper hemisphere 






















A method for modelling a real rough surface using finite element analysis (FEA) is 
proposed. Figure B1 depicts the three steps of the real rough surface modelling in 
FEA. First, the real rough surface topography is measured by means of, for 
instance, an interference microscope, as shown in Fig. B2. The height h (x, y) of the 
surface topography contains a collection of asperities in the form of coordinate 
nodals. 
In the second step, the coordinate nodals are processed by using CAD 
software. An automatic approach is used in connecting the nodes in the CAD 
software for generating the rough surface. A substrate is constructed below the 
rough surface to model the thickness of the rough surface specimen. The rough 











Modelling and Validation of the Real 
Rough Surface Contact Using Finite 
Element Analysis 
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 In the third step, the rough surface model in IGES format is opened in 
Computer Aided Engineering (CAE) software and meshed to divide the surface 
into finite elements.  
 
 
Figure B2: Interference microscope (Micromap) for measuring the topography of  
a real rough surface. 
 
In order to check the accuracy of the transferring process of the surface 
topography from the real rough surface to the FE model, the results of an 
experiment and the FEA of the normal static contact are compared. The work of 




Figure B3. The measurement set-up for conducting normal indentation and 





Jamari [1] reported experiments of the deterministic contact of a rough 
surface by employing normal indentation of a hard and smooth hemisphere on a 
deformable nominally rough flat. A hardened steel sphere (H = 7.5 GPa, E = 210 
GPa and v = 0.3) with a diameter of 10 mm was used as hard indenter specimen. 
An aluminium rough plate (H = 0.24 GPa, E = 75.2 GPa, and v = 0.34) was used as 
deformable flat. The set-up of the experiments is depicted in Fig. B3. A contact load 
of 1 N was applied to the loading arm (as shown in the zoom window in Fig. B3). 
The normal indentation to the rough surface specimen takes place at position A. 
The plastic deformation is then captured, after the specimen is translated to 
position A’, using the interference microscope. 
 
     
           (a)                                             (b) 
Figure B4. The comparison of the measured and calculated contact area: measured 
contact area [1] (a), and contact area prediction using finite element analysis (b). 
 
In the present validation, the nodal coordinate of the undeformed rough 
surface specimen is transferred to the FE Software, as described before, to perform 
the finite element simulation. The contact area of the finite element simulation is 
captured and compared with the experimental results [1], as depicted in Fig. B4 (a 
and b). Comparing the experimental results and the finite element analysis shows 
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